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FOREWORD 

This  Technical  Summary Report  was prepared by the  F l u i d  Power and 

Controls  Laboratory of the  School of Mechanical Engineering, Oklahoma 

S t a t e  Universi ty .  The study, begun i n  September, 1963, was i n i t i a t e d  

by the  George C. Marshall  Space F l i g h t  Center,  Huntsv i l le ,  Alabama, and 

accomplished under Contract  NAS 8 11009. 

The c o n t r a c t  i s  e n t i t l e d  "Study of F i l t r a t i o n  Mechanics and Sampling 

Techniques." 

Vic tor  Neiland, Chief,  Engine Control Systems Sect ion,  R-P&VE-PAE, and 

Mr. Royce Church, Chief, Research Unit, R-P&VE-PAE. 

p r o j e c t  a t  OSU has been the  d u t i e s  of Dr. E. C. F i t c h ,  P r o j e c t  D i rec to r ;  

Mr.  R. H, Tucker and Mr. R. E, Reed, P r o j e c t  Leaders;  Dr. P. Dransf ie ld ,  

Facu l ty  Assoc ia te ;  Mr, K. L. Stone, Project Assoc ia te ;  and Mr. R. 

K h a t t i ,  P r o j e c t  Ass is tan t .  

It i s  under t h e  t echn ica l  monitorship and guidance of Mr. 

The work on the  

Spec ia l  apprec i a t ion  i s  expressed t o  t h e  fol lowing members of t he  

f i l t e r  i ndus t ry  f o r  making samples of media a v a i l a b l e  f o r  t e s t i n g :  

Bendix F i l t e r  Divis ion;  G. Bopp & Co.; P a l l  Corporation; Pu ro la to r  

Products ,  Inc. ;  and t h e  Wintec Corporation. 

Th i s  r e p o r t  covers  work conducted from 1 January 1965 through 31 

December 1965. 
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I 

ABSTRACT 

The r e p o r t  descr ibes  the  a c t i v i t i e s  and resu l t s  of r e sea rch  conducted 

under Phase I1 of Contract  NAS 8 11009. 

developed t o  desc r ibe  the  flow r e s i s t a n c e  of a f i l t e r  media i n  terms of 

p r o p e r t i e s  such a s  pore diameter,  poros i ty ,  and permeabi l i ty .  Tes t s  were 

developed t o  measure these  proper t ies .  

t he  f a c t o r s  which a f f e c t  t he  flow and f i l t r a t i o n  p r o p e r t i e s  of w i r e  c l o t h  

media and elements a r e  inves t iga ted .  Spec i f i c  a reas  of i n v e s t i g a t i o n  

i n c  lude : 

I n  Phase I, an equat ion was 

I n  the  p re sen t  r e p o r t ,  some of 

1. examination of t he  modes of f i l t r a t i o n  app l i cab le  t o  w i r e  c l o t h  

media, 

t he  e f f e c t s  of housing design and element conf igura t ion  on p e r -  

f ormanc e, 

the  e f f e c t  of s i n t e r i n g  on f i l t r a t i o n  p rope r t i e s ,  

2. 

3. 

4. t he  e f f e c t  of flow v a r i a t i o n s  on f i l t r a t i o n  performance, 

5. t he  v a r i a t i o n  of f i l t e r  e f f i c i e n c y  a s  the  f i l t e r  media becomes 

loaded wi th  contaminant. 

The low p res su re  sampling technology developed i n  Phase I was used 

t o  develop a sampling device capable of e x t r a c t i n g  a r e p r e s e n t a t i v e  sample 

of o i l  from systems working a t  up t o  3,000 lb/in2. 

formance of t he  high p res su re  sampler a r e  described. 

The design and per -  

An i n i t i a l  eva lua t ion  of the  S i l t i n g  Index Apparatus used f o r  low 

micron contaminant ana lys i s  i s  included. 
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1.1 

CHAPTER I 

THE FILTRATION MECHANISMS OF WIRE-CLOTH MEDIA 

I n  tr oduc t i  on 

I n  d e f i n i n g  o r  spec i fy ing  f i l t e r  performance, i t  i s  i n s u f f i c i e n t  

t o  desc r ibe  only the  s i z e s  of p a r t i c l e s  which t h e  f i l t e r  w i l l  i n t e r c e p t  

from the  f l u i d  passing through it. It i s  necessary a l s o  t o  desc r ibe  t h e  

quan t i ty  of contamination which the f i l t e r  w i l l  handle while  s t i l l  per-  

forming s a t i s f a c t o r i l y .  It i s  axiomatic t h a t  a f i l t e r  i n  s e r v i c e  w i l l  

gi-aaiuaiiy c l o g  with contaminant and t h a t  i t s  r e s i s t a n c e  t o  t h e  passage 

of t h e  f l u i d  flowing through i t  w i l l  increase,  a s  i nd ica t ed  by a r i s i n g  

p res su re  drop ac ross  t h e  f i l t e r  f o r  a cons t an t  f low-rate  through it. It 

i s  common t o  s p e c i f y  a maximum pres su re  drop a t  a given flow-rate,  a t  

which t h e  f i l t e r  element must be serviced o r  replaced. When t h i s  condi- 

t i o n  is  reached, t h e  f i l t e r  element i s  s a i d  t o  be loaded. The contami- 

n a t i o n  c a p a c i t y  of a f i l t e r  element can be considered as t h e  q u a n t i t y  of 

contaminant which has been presented t o  i t  when i t  reaches t h e  loaded 

condi t ion.  Thus, capac i ty  descr ibes  a p re s su re  drop--flow rate--contami- 

n a t i o n  loading r e l a t i o n s h i p .  It i s  apparent t h a t  contamination c a p a c i t y  

w i l l  depend on t h e  phys ica l  s i z e  and type of element, on t h e  f low-rate  

cond i t ions  through i t  ( inc lud ing  surging),  and on t h e  type and s i z e  of 

contaminant being presented t o  it. 

For a contamination capaci ty  s p e c i f i c a t i o n  t o  be meaningful, t he  

procedure a s soc ia t ed  with i t  must be c l o s e l y  e s t ab l i shed .  For example, 

1 



M i l i t a r y  Spec i f i ca t ions  MIL-F-23656A and MIL-F-8815 f o r  t he  t e s t i n g  of 

o i l  hydraul ic  system f i l t e r s  r equ i r e :  

1. a cons tan t  f low-ra te  of o i l  through t h e  f i l t e r  element, 

2. t he  i n j e c t i n g  of known weights of a s p e c i f i e d  s tandard contami- 

nant  i n t o  the  f l u i d ,  upstream of the  test f i l t e r ,  

3 .  measurement of t he  pressure drop across  t h e  f i l t e r  a f t e r  each 

i n j e c t i o n  of contaminant. 

The p res su re  drop i s  p l o t t e d  aga ins t  t h e  weight of contaminant added 

t o  y i e l d  a contaminant capac i ty  re la t ionship .  The contaminant capac i ty  

can be s impl i f i ed  by quot ing t h e  weight of contaminant added t o  cause the  

p re s su re  drop t o  reach a s p e c i f i e d  value,  e.g., 50 l b / in  , a t  t he  par- 

t i c u l a r  s teady  f low-ra te  used. It shnulc! bc noied t h a t  t he  contaminant 

capac i ty  so quoted i s  the  weight presented to ,  and not  t h e  weight of 

Luucaminant a c t u a l l y  he ld  by the  f i l t e r  element. F igure  1.1 shows a typ- 

i c a l  contaminant capac i ty  curve wi th  t h e  capac i ty  r a t e d  numerical ly  a t  

50 lb/in2 p res su re  drop. 

2 

The most common a r t i f i c i a l  Contaminant used i n  f i l t e r  capac i ty  t e s t s  

i s  composed of accu ra t e ly  con t ro l l ed  mixtures  of s i l i c a  p a r t i c l e s .  I n  

p a r t i c u l a r ,  c o m e r c i a l l y  a v a i l a b l e  mixtures of Arizona Road Dust a r e  

used. 

whose p a r t i c l e  d i s t r i b u t i o n s  a r e  shown i n  Table 1.1. 

The most common mixtures  a r e  AC Fine and AC Coarse t e s t  mixtures,  

The experimental  work assoc ia ted  wi th  the  p re sen t  Sec t ion  concerns 

t h e  contaminant capac i ty  c h a r a c t e r i s t i c s  a t  cons t an t  f low r a t e  of a 

p l e a t e d  wire  c l o t h  f i l t e r  element, f o r  a wide range of s i l i c a  tes t  contami- 

n a n t  s i z e  ranges and d i s t r i b u t i o n s .  

i n  F igu re  1.2, and the  s p e c i f i c  flow r a t e  of f l u i d  through the  f i l t e r  

was maintained a t  0.1 gpm/in of wire c l o t h  i n  the  f i l t e r  element. The 

The t e s t  f i l t e r  dimensions a r e  shown 

2 

2 



0 0.5 1.0 1.5 2.0 2.5 3.0 
CONTAMINANT ADD€& grorns 

Figure 1.1. A Typical Contaminant Capacity 
Charac t e r i  s t ic .  
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Figure  1.2. The Tes t  F i l t e r  Element. 

1 9  4" i e n g  t'n -r A&.. 

0. D. 1.15 in. 

P l e a t  Depth 0.125 in.  

No. of Pleats 85 

F i l t e r  Media 165 x 1400 Dutch T w i l l  Xi re  Cloth. 
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1.2 

TABLE 1.1 

PARTICLE SIZE DISTRIBUTIONS OF AC FINE AND 

AC COARSE TEST DUSTS 

~- 

AC F ine  AC Coarse 

S i z e  Range, k by 
Micron Weight 

S i z e  Range, k by 
Micron Weight 

0 -5 39 f 2 0 -5 12 f 2 

5-10 18 i 3 5-10 12 f 3 

10-20 16 * 3 10 -20 14 f 3 

20-40 18 i 3 20-40 23 * 3 

40 - 80 9 * 3  40-80 30 f 3 

80-200 9 * 3  

t e s t  element w a s  c leaned between t e s t s ,  u s ing  an u l t r a s o n i c  ba th  t o  remove 

p a r t i c l e s  from i t s  pores. The s i z e s  and d i s t r i b u t i o n s  of contaminants 
* 

used i n  t h e  tests a r e  t abu la t ed  on Table 1.2. 

TABLE 1.2 

TEST CONTAMINANT SIZES USED 

Test No. 1 2  3 4 5 6 7 8 9  

Contaminant 
S i z e  Range, 0-5 5-10 10-15 15-20 20-25 25-30 30-40 ACF ACC 
Micron 

T h e o r e t i c a l  Considerat ions 

1"" Hermans and Bred&e (1935) examined experimental  f i l t e r  contamination 

cyc le s  and proposed t h e  fol lowing s e r i e s  of poss ib l e  f i l t r a t i o n  mechanisms: 

* 
See Appendix 

H 
C f o r  d e t a i l s .  See Sec t ion  1.5 f o r  References. 

5 



1. Complete Blocking, which occurs when t h e  ind iv idua l  p a r t i c l e s  

a r e  l a r g e  enough t o  d i r e c t l y  plug t h e  f i l t e r  pores. 

2. Standard Blocking, which occurs when contamination p a r t i c l e s  i n  

s t r eaml ines  ad jacen t  t o  t h e  w a l l s  of t h e  pores adhere t o  the  

walls. The deposi ted p a r t i c l e s  can be  smaller than t h e  pore 

s i ze .  A continuous depos i t i on  of p a r t i c l e s  w i l l  even tua l ly  block 

t h e  pore. 

Cake F i l t r a t i o n ,  which occurs when s o l i d  p a r t i c l e s  of contami- 

nant  r e t a i n e d  a t  t he  f i l t e r  s u r f a c e  b u i l d  up as more contaminated 

f l u i d  i s  presented a t  t h e  f i l t e r ,  t o  form a porous cake. 

ment and consequent s t ack ing  of t h e  p a r t i c l e s  g radua l ly  thickens 

LUL~ cake, which a c t s  a s  the primary b a r r i e r  t o  flow through t h e  

f i l t e r  element. 

Intermediate  Blocking, which i s  loosely def ined as a f i l t r a t i o n  

mode between s tandard blocking and cake f i l t r a t i o n .  

3.  

Impinge- 

LL 

4. 

It i s  suggested t h a t  t h e s e  mechanisms can be used t o  d e s c r i b e  the  

v a r i o u s  p a r t s  of an a c t u a l  f i l t r a t i o n  c y c l e  l a s t i n g  from t h e  c l e a n  f i l t e r  

cond i t ion  over t he  u s e f u l  f i l t e r  l i f e .  Each mechanism can be descr ibed 

by mathematical r e l a t i o n s h i p s  stemming from t h e  b a s i c  f i l t r a t i o n  r a t e  

equations.  
* 

f o r  c o n s t a n t  pressure-drop f i l t r a t i o n ,  and 

f o r  c o n s t a n t  f low-rate  f i l t r a t i o n ,  

* 
A general  nomenclature i s  given i n  Appendix A. 



where t i s  t i m e ,  

V i s  the  volume of f i l t r a t e  which has passed, 

K i s  a constant  depending on t h e  type and s i z e  of contaminant 

present ,  t he  f i l t e r  medium parameters, and on flow param- 

e ters  such as flow-rate, v i s c o s i t y ,  etc., 

i s  an exponent dependent on t h e  mechanism of f i l t r a t i o n  

occurring. 

n 

It i s  suggested t h a t  n has  t h e  va lues  

n = 2 f o r  complete blocking, 

n = 1.5 f o r  s tandard blocking, 

n = 1 f o r  intermediate  blocking, 

n = 0 f o r  cske f l l c r a i i o n .  

From Equations (1.1) and (1.2), a series of r e l a t i o n s h i p s  can be 

developed t o  desc r ibe  d i f f e r e n t  f i l t e r  operat ion modes ( L e . ,  cons tan t  

p r e s s u r e  drop, cons t an t  f low-rate,  etc.) and d i f f e r e n t  f i l t r a t i o n  mecha- 

nisms (i.e., s tandard blocking, cake f i l t r a t i o n ,  e tc .  ). 

r a t e  mode, Equation (1.2), i s  more appropr i a t e  t o  the  present  work, and 

t h e  fol lowing r e l a t i o n s h i p s  can be developed from it: 

The cons t an t  flow- 

For complete blocking, n = 2, 

For s tandard blocking, n = 1.5, 

For in t e rmed ia t e  blocking, n = 1, 

7 
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For cake f i l t r a t i o n ,  n = 0, 

KcQV -I- 1 AP 
- E  

AP0 

where Kb, Ks, Ki, and Kc a re  the  appropr i a t e  plugging cons tan ts ,  

Q i s  the  cons tan t  f low-rate ,  and A P ~  i s  t h e  p re s su re  drop r equ i r ed  t o  

promote f low-ra te  Q of uncontaminated o i l  through the  f i l t e r .  

Gonsalves ( 1950)2 confirmed the  f i l t r a t i o n  Equations (1.1) and (1.2), 

although d i f f e r e n t  assumptions were made f o r  t he  phys ica l  mechanisms of 

pore blocking. Thus, while  t he  r e l a t i o n s h i p s  of Hermans and BredAe a r e  

confirmed a s  app l i cab le  t o  the  r e s u l t s  of t h e  f i l t e r  performance, an a rea  

of doubt e x i s t s  a s  t o  t h e  a c t u a l  mechanism of pore blocking. 

Use of Equations (1.1) ts (1.6) co p r e d i c t  f i l t e r  performance r e q u i r e s  

assessment of t h e  plugging cons tan ts  K, 

d i f f i c u l t  requirement. 

and t h i s  has  proven t o  be a very  

Grace ( 1953)3 considered cake f i l t r a t i o n  t o  be descr ibed gene ra l ly  

by t h e  f i l t r a t i o n - r a t e  equat ion 

AgAP Q =  dV 
d t  
- =  

where A i s  the  s u r f a c e  a rea  of the  f i l t e r  and cake normal t o  flow, 

g i s  a c c e l e r a t i o n  due t o  grav i ty ,  

i s  v i s c o s i t y  of f l u i d  flowing, 

(y i s  the  s p e c i f i c  cake r e s i s t a n c e  t o  flow, 

R i s  r e s i s t a n c e  t o  flow of t h e  f i l t e r  medium, m 

t h e  o t h e r  symbols having been def ined previously.  

(1.6) a r e  of s i m i l a r  form. 

Equations (1.7) and 

8 
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The s p e c i f i c  cake r e s i s t a n c e  01 i s  d i f f i c u l t  t o  p r e d i c t ,  a s  i t  i s  

subjec ted  t o  wide v a r i a t i o n s  even under nominally cons t an t  opera t ing  condi- 

t ions .  The only c l e a r  f a c t  i s  t h a t  cy v a r i e s  w i th  f i l t r a t i o n  pressure ,  

which i s  a r e f l e c t i o n  of t he  compress ib i l i t y  of t he  f i l t e r  cake. Grace 

quotes many r e fe rences  concerned with e s t a b l i s h i n g  01 r e l a t i o n s h i p s ,  and 

cons iders  t h a t  t he  most successfu l  outcome i s  t h e  Kozeny-Carman Equation 

f o r  v i scous  flow i n  grannular  beds. 

bed i s  composed of randomly packed d i s c r e e t  p a r t i c l e s  of random s i z e  and 

shape, and can be w r i t t e n ,  

T k  r e l a t i o n s h i p  assumes t h a t  t h e  

3 
9 =  e 5% 

2 * L  
(1  - e)2 BSo A 

wnere Q/A r ep resen t s  t he  mean flow v e l o c i t y  through the  f i l t e r ,  

e 

L i s  t h e  cake thickness ,  

i s  the  average cake po ros i ty  or  void f r a c t i o n ,  

So 
i s  t h e  s p e c i f i c  su r face  of t he  contaminant p a r t i c l e s  

- su r face  a rea  of p a r t i c l e  - 
s o l i d  volume i n t o  which p a r t i c l e  w i l l  f i t  

B i s  a cons tan t  depending on (1) p a r t i c l e  shape and i t s  

o r i e n t a t i o n ,  

B i s  f a i r l y  w e l l  e s t ab l i shed  a t  5 f 16 f o r  p a r t i c l e s  

down t o  5p i n  an incompressible cake. 

(2)  r a t i o  length of flow path/cake thickness .  

Neglect ing f i l t e r  medium r e s i s t a n c e  R a s  small  r e l a t i v e  t o  cake m 

r e s i s t a n c e  cuwV/A, Equations (1.7) and (1.8) a r e  combined t o  g ive  

3 
ps 

2 Q =  
(1 - KSo P A  

9 



i s  
PS 

i s  the  t o t a l  weight of s o l i d  p a r t i c l e s  i n  t h e  cake, 
wO 

where 

the  dens i ty  of t he  s o l i d  p a r t i c l e s  of contaminant, and s p e c i f i c  cake 

r e s i s t a n c e  has been expressed i n  terms of t h e  cake p rope r t i e s ,  

2 
(1 - KSo 

3 C Y =  (1.10) 

Grace ( 1956)4 considered t h a t  

1. the  caking mechanism of f i l t r a t i o n  was a widely e s t ab l i shed  

experimental  f a c t  , 
2. the  s tandard  blocking mechanism f i t t e d  experimental  da t a  f o r  a 

s i g n i f i c a n t  po r t ion  of t he  f i l t r a t i o n  cycle ,  

t he  complete blocking and in te rmedia te  blocking mechanisms have 

Iliiilced app l i ca t ion ,  and the  reg ions  of a f i l t r a t i o n  cyc le  t o  

which they can be appl ied a r e  i l l - d e f i n e d  and of s h o r t  durat ion.  

3 .  

Complete blocking i s  only s i g n i f i c a n t  i n  the  few s i t u a t i o n s  where 

only p a r t i c l e s  l a r g e r  than t h e  f i l t e r  pore s i z e  a r e  involved. 

Grace extended Equation (1.4) f o r  s tandard  blocking t o  

(1.11) 

where a i s  the  volume of s o l i d  p a r t i c l e s  of contaminant removed, 

per  u n i t  volume of f i l t r a t e ,  

i s  t h e  number of pores p e r  u n i t  a r ea  of f i l t e r  medium, N 

h i s  the  pore length,  

r i s  the  e f f e c t i v e  i n i t i a l  pore r ad ius ,  

and o t h e r  symbols a r e  a s  used previously. 

Grace c a r r i e d  out  experiments on a wide range of f i l t e r  media rang- 

i n g  from f e l t  t o  t i g h t l y  woven c lo th .  H e  concluded t h a t  

10 
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I n  general ,  t h e  da t a  f o r  a l l  media e x h i b i t  an i n i t i a l  
region of f i l t r a t i o n  during which n e i t h e r  t he  s tandard block- 
ing  o r  c a k e - f i l t r a t i o n  apply. Over t h i s  i n i t i a l  reg ion  a 
l a r g e  number of feed p a r t i c l e s  appear i n  t h e  f i l t r a t e ,  and 
t h i s  number decreases  very r a p i d l y  a s  f i l t r a t i o n  proceeds. 
Following t h i s ,  a t r a n s i t i o n  i n t o  a reg ion  of s tandard block- 
ing  appears t o  occur wi th  a l l  media except  t he  Albany 220 f e l t .  
The dura t ion  of t h i s  region of s tandard  blocking v a r i e s  depend- 
ing  on the  cha rac t e r  and t i gh tness  of t h e  f i l t e r  medium, ----. 
---- t he  per iod of s tandard blocking was followed by a t r a n s i -  
t i o n  region which y ie lded  t o  a prolonged region of cake f i l t r a -  
t i o n ;  t h i s  continued u n t i l  t he  end of t he  run. ------ . The d a t a  
------- therefore ,  show t h a t  the  f i l t r a t i o n  cyc le  gene ra l ly  
passes  through a number of modes. I n  each case,  a po r t ion  of 
t h e  cyc le  can be s a t i s f a c t o r i l y  represented  by the  mode of 
s tandard  blocking, while  one or more regions appear t o  fol low 
t h e  mode of cake f i l t r a t i o n ,  even though a t r u e  cake does no t  
e x i s t  i n  a macroscopic sense. ------ . Attempts t o  apply the  
complete blocking law t o  the  i n i t i a l  reg ion  of f i l t r a t i o n  
per iod  f a i l e d  i n  each case. 

Bennett  and Myers ( 1962)3 expressed the  f i l t e r  medium r e s i s t a n c e  
r 

R of Equation (1.7) i n  t e r m s  of t he  hypothe t ica l  l ayer  of cake asso-  

c i a t e d  wi th  a hypo the t i ca l  quan t i ty  of f i l t r a t e ,  

m 

t o  g ive  'm, 

m W V  
R = -  

m A (1.12) 

For an incompressible  cake, CY i s  cons tan t  and Equation (1.7) was 

s imp  1 i f  i e d  t o  

SUMMARY The modes of blocking which occur i n  f i l t e r  media appear t o  be 

w e l l  e s t ab l i shed .  Each mode can be descr ibed  mathematically and phys ica l ly .  

It seems probable t h a t  s eve ra l  modes e x i s t  i n  t h e  l i f e  cyc le  of a f i l t e r  

media, w i th  s teady  t r a n s i t i o n  from one mode t o  another. I n  p a r t i c u l a r ,  

i t  seems t h a t  cake f i l t r a t i o n  plays an important p a r t  i n  t h e  l i f e  cyc le  

of many f i l t e r  media. 
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I 1.3 The Experiments 

1.31 Procedure 

The test  f i l t e r  element of Figure 1.2 w a s  f i t t e d  t o  t h e  housing 

i l l u s t r a t e d  on Figure 1.3. The housing design permits  easy removal of 

t he  element f o r  examination and cleaning purposes. The p l e x i g l a s s  hous- 

i n g  c y l i n d e r  allows v i s u a l  inspect ion of any b u i l d  up of contaminant on 

I 

t h e  s u r f a c e  of t h e  element. A d e s c r i p t i o n  of t h e  test s tand and i t s  

ope ra t ion  procedure i s  given i n  Appendix B. B r i e f ly ,  t h e  system o i l  can 

be i n i t i a l l y  f i l t e r e d  t o  a c l e a n l i n e s s  cond i t ion  below t h e  l e v e l  on which 

I 

t he  tes t  f i l t e r  i s  e f f ec t ive .  Measured q u a n t i t i e s  of graded contaminant 

can be added t o  t h e  system o i l  upstream of t h e  test  element, and presented 

t o  the  element a s  a dispersed suspension. O i l  temperature and i t s  flow- 

r a t e  through t h e  f i l t e r  element can be maintained constant.  

The r e s i s t a n c e  of t h e  test  element t o  flow of uncontaminated o i l  a t  

t he  s p e c i f i e d  f low-rate  was measured. This p re s su re  drop was sub t r ac t ed  

from t h e  measured p res su re  drop across  t h e  element t o  o b t a i n  t h e  p re s su re  

drop due t o  t h e  presented contaminant. The increments of a r t i f i c i a l  

contaminant i n j e c t e d  va r i ed  somewhat f o r  t h e  var ious p a r t i c l e  s i z e  d i s t r i -  

t i o n s  used (Table 1.2), and ranged from 0.3 gm of AC Fine T e s t  Dust t o  

1 gm of t h e  30-40 micron s i z e  cut. I n  a l l  cases, t h e  increments were 

s u f f i c i e n t l y  small  t o  give s u f f i c i e n t  p o i n t s  from which t o  p l o t  t h e  pres-  

s u r e  drop--contaminant added r e l a t i o n s h i p s  (F igu re  1.4). The narrow band 

c u t s  of s i l i c a  p a r t i c l e s  used were sepa ra t ed  from AC Test Dust w i t h  t h e  

R o l l e r  P a r t i c l e  S i z e  Analyzer, described i n  t h e  1964 Report. 
* 

Increments 

of a r equ i r ed  s i z e  range were weighed t o  wi th in  0.005 gm of t h e  r equ i r ed  

* 
Annual Report, 1964, Contract NAS 8 11009, "Study of F i l t r a t i o n  

Mechanics and Sampling Techniques. Prepared a t  Oklahoma S t a t e  University.  

12 
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value,  and placed i n t o  pre-cleaned 150 m l  sample b o t t l e s .  Pre-cleaned 

o i l  was added t o  t h e  b o t t l e s .  

was dispersed i n  t h e  o i l  by vigorous shaking fol lowing by i n s e r t i o n  of 

t h e  b o t t l e  i n  an u l t r a s o n i c  v i b r a t i o n  tank. 

J u s t  p r i o r  t o  i t s  use, t h e  contaminant 

The r e s u l t a n t  s l u r r y  was added t o  t h e  system upstream of the  tes t  

f i l t e r .  Allowing about 1 minute t o  ensure t h a t  a l l  of the s l u r r y  w a s  

presented t o  t h e  f i l t e r ,  t h e  pressure drop ac ross  the element was observed. 

The procedure was repeated u n t i l  s u f f i c i e n t  contaminant had been i n j e c t e d  

t o  cause t h e  p re s su re  drop t o  r ise 50 lb/in2. 

t h e  test  housing w a s  dismantled and t h e  element removed f o r  c leaning p r i o r  

5s the  next test, 

contaminant passed through t h e  f i l t e r ,  and t h e  50 l b / i n  

p re s su re  drop was n o t  achieved wi th  t h e  amounts of contaminant added 

(F igu re  1.4). 

On completion of a tes t ,  

For t h e  p a r t i c l e  s i z e  c u t s  0 - 5 ~ ~  5 - 1 0 ~ ,  most of t h e  

2 i nc rease  i n  

1.32 The Resu l t s  

F igu re  1.4 shows the  contaminant capac i ty  r e s u l t s  obtained f o r  t h e  

t es t  f i l t e r  element exposed t o  t h e  n ine  s i l i c a  p a r t i c l e  d i s t r i b u t i o n s  of 

Table 1.2 It i s  important t o  r e a l i z e  t h a t  contaminant capac i ty  r e f e r s  t o  

t h e  weight of contaminant presented t o  t h e  f i l t e r ,  and n o t  t o  the  weight 

of contaminant r e t a i n e d  by it .  

For the  narrow s i z e  c u t s  of contaminant, t he  contaminant capac i ty  

decreases  a s  s i z e  inc reases  t o  t h e  region of the 15-20 cu t ,  a f t e r  which 

contamination capac i ty  inc reases  with p a r t i c l e  s i z e .  

c a p a c i t y  values  f o r  50 lb / in  

are shown on Figure 1.5. The high values  of contaminant capac i ty  asso- 

c i a t e d  w i t h  the  smaller  p a r t i c l e  s i z e  c u t s  r e f l e c t s  t h e  passage through 

The contaminant 

2 
i nc rease  i n  p re s su re  drop across  t h e  f i l t e r  
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t he  f i l t e r  of most of t h e  contaminant, i n d i c a t i n g  t h e  i n e f f i c i e n c y  of 

t he  f i l t e r  a t  t hese  p a r t i c l e  s i z e  ranges. 

A f l a t  s e c t i o n  of the w i r e  c l o t h  from which t h e  f i l t e r  element was 

made was subjected t o  an e f f i c i e n c y  t e s t  and t o  a porosimeter tes t ,  t h e  

r e s u l t s  of which a r e  shown on Figure 1.6. 

1.33 Discussion 

Figure 1.6 i n d i c a t e s  t h a t  t h e  mean pore s i z e  of t h e  t e s t  f i l t e r  i s  

of t he  order  20-25 microns. Figure 1.5 shows t h a t  t he  r e fe rence  contami- 

na t ion  capac i ty  ( a r b i t r a r i l y  chosen a t  AP =: 50 lb/in2 i n  t h e  p re sen t  

ca se )  when narrow s i z e  c u t s  of s i l i c a  are used a s  the  t e s t  contaminant, 

reaches a minimum i n  a regiuii of p a r t l c l c  61zc just bels?: the  ~ e a n  pnrP 

s i ze .  

mum occurs a t  t h e  s a m e  p a r t i c l e  s i z e  region. It appears t h a t  t h e  nominal 

c a p a c i t y  versus  p a r t i c l e  s i z e  r e l a t i o n s h i p  experiences a d i s c o n t i n u i t y  

j u s t  below t h e  ind ica t ed  mean pore s i z e  of t he  f i l t e r .  The r e l a t i o n s h i p  

could be modeled by a r e l a t i o n s h i p  of t h e  form shown on Figure 1.7, which 

could r e a d i l y  be descr ibed mathematically i f  f u r t h e r  experimental  r e s u l t s  

conf inned t h e  model. 

2 I f  t h e  r e f e r e n c e  capac i ty  was taken a t  AP = 40 lb / in  , t h e  mini- 

For t h e  p re sen t  experiments, the contamination l e v e l  of t h e  o i l  

presented t o  t h e  f i l t e r  i s  nominally constant.  The flow r a t e  i s  a l s o  

constant .  Hence, t he  volume of o i l  passing through the  f i l t e r  ( i .e. ,  t he  

f i l t r a t e  V )  and the  weight of contaminant presented t o  t h e  f i l t e r  ( W )  are 

proport ional .  Equations (1.3) through ( l .6 ) ,  which desc r ibe  va r ious  mecha- 

nisms of f i l t r a t i o n ,  can be w r i t t e n  i n  terms of W, 

f o r  complete blocking, 

AP- I U - =  1 - \ w  
AP 

( 1.14) 



. .  

18 



A113VdW3 lNVNIWVlN03 lN3WddV 



. .  I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

f o r  s tandard blocking, 

f o r  i n t e rmed ia t e  blocking, 

= 1 - Ks'W 

log, ($-) = Ki'W 

f o r  incompressible cake f i l t r a t i o n ,  

Kb where \ '  = - k ; Q 

K ' W +  1 AP - =  
C 

AP0 

KSk 

Ks' = - 2 '  * 

(1.15) 

(1.16) 

Ki '  = Kik ; 

K ' = KcQk , 
C 

a r e  t h e  r e s p e c t i v e  plugging constants ,  k being t h e  cons t an t  r a t i o  V/W. 

The form of r e l a t i o n s h i p s  (1.14) through (1.17) a r e  i l l u s t r a t e d  on 

Figure 1.8. 

f i l t r a t i o n  mechanism. Some of t h e  nonl inear  po r t ions  of each of t he  curves 

of Figure 1.4 can be a s soc ia t ed  with one of t h e  other  mechanisms of f i l t r a -  

t ion.  

The l i n e a r  po r t ions  of t h e  curves of Figure 1.4 f i t  t he  cake 

I n f l e c t i o n s  i n  a p a r t i c u l a r  curve of Figure 1.4 i n d i c a t e  t h a t  changes 

occur i n  the  mechanism of f i l t r a t i o n  f o r  t he  contaminant s i z e  c u t  asso- 

c i a t e d  w i t h  t h a t  curve. The d i f f e r e n t  shapes of t h e  curves f o r  d i f f e r e n t  

s i z e  c u t s  i n d i c a t e  t h a t  t h e  order  of f i l t r a t i o n  mechanisms v a r i e s  w i th  

p a r t i c l e  s i z e  cut.  

curves  a r e  i n  opposing senses. 

For example, t h e  i n f l e c t i o n s  of t he  l o - 1 5 ~  and 2 0 - 2 5 ~  

The 0-51, 5-10p, 10-151, and 15-2Op curves of Figure 1.4 seem t o  

fo l low a p a t t e r n  allowing f o r  t h e  incompleteness of t h e  0-51, 5-lop 

20 
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curves. 

transforms t o  a l i n e a r  r e l a t i o n s h i p ,  t h e  t r a n s i t i o n  occurr ing  e a r l i e r  

and more r a p i d l y  f o r  i nc reas ing  s i z e  cut. The contaminant capac i ty  

decreases  wi th  s i z e  cu t ,  a s  r e f l e c t e d  i n  Figure 1.5. 

It i s  suggested t h a t  an i n i t i a l l y  upward curv ing  r e l a t i o n s h i p  

The 2O-25,, 25-30,, and 30-40, curves fol low a p a t t e r n  s i g n i f i c a n t l y  

d i f f e r e n t  t o  t h a t  a s soc ia t ed  wi th  the  smal le r  s i z e  cuts .  The curves show 

an i n i t i a l  i nc reas ing  bu t  decaying form (i.e., s lope  p o s i t i v e  but  

decreas ing)  before  e n t e r i n g  a l i n e a r  region. 

proceeds f u r t h e r ,  t he  s lope  begins to  increase .  The contamination capac- 

i t y  inc reases  wi th  s i z e  cu t  a s  r e f l e c t e d  on Figure 1.5. 

As t h e  contamination cyc le  

The s lopes  of t he  AC Fine and AC Coarse curves on F igure  1-4 increased  

c o n t i n u a l l y  wi th  p a r t i c l e  s i z e  cut.  

It i s  apparent  t h a t  t he  l i n e a r  s ec t ions  of t h e  1 0 - 1 5 ~ ~  1 5 - 2 0 ~ ~  2 0 - 2 5 ~ ~  

25-3Op, and 3 0 - 4 0 ~  curves, shown on Figure  1.9, f i t  t h e  incompressible  

cake f i l t r a t i o n  model. Equation 1-17 can be w r i t t e n ,  

P = c,w + c* (1.18) 

where C1 = Kc'.APo i s  t h e  s lope ;  C2 = APo i s  the  AP i n t e r c e p t  va lue  

a t  W = 0 assoc ia t ed  wi th  the  l i n e a r  po r t ion  of t he  AP - W curve. It 

i s  i n f e r r e d  t h a t ,  a f t e r  an i n i t i a l  nonl inear  reg ion  of f i l t r a t i o n ,  each 

cyc le  e n t e r s  a region of cake f i l t r a t i o n .  

nism f o r  t h e  s i z e  c u t s  g r e a t e r  than 20 micron i s  d i f f e r e n t  than f o r  those  

less than 20,. 

The i n i t i a l  f i l t r a t i o n  mecha- 

Formation of a cake on the  sur face  of t h e  f i l t e r  was phys ica l ly  

apparent  f o r  t he  l a r g e r  p a r t i c l e  s i z e  c u t s  2 5 - 3 0 ~  and 30-40,. 

1-10 shows a sequence of c loseup photographs taken dur ing  a test, which 

Figure 
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Filter Element Before Contaminant Capacity Test. 

Element and Partial Fi l ter  Cake During Actual Experiment. 

Element and Fi l ter  Cake at End of Experiment. 

Fiaure 1.10. Formation of Filter Cake on Surface of Test Element. 
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i l l u s t r a t e s  the formation of a f i l t e r  cake. The bands on t h e  f i r s t  

photograph a r e  t h e  edges of t h e  element p l e a t s ,  viewed r a d i a l l y .  

The c r y s t a l l i n e  na tu re  of t he  s i l i c a  p a r t i c l e s  used a s  t h e  t e s t  

contaminant would lend i t s e l f  t o  t h e  formation of an incompressible 

f i l t e r  cake. It appears t h a t  cake f i l t r a t i o n  is  an i d e n t i f i a b l e  mecha- 

nism f o r  p a r t  of t h e  contaminant cycle  experienced when narrow s i z e  c u t s  

of s i l i c a  are used t o  examine w i r e  c l o t h  f i l t e r s .  

The r a p i d  inc rease  i n  s lope  a t  t h e  ends of t h e  l i n e a r  s e c t i o n s  of 

t he  2 0 - 2 5 ~ ~  25-~OP, and 30-40~  curves i s  considered t o  be due t o  t h e  

s t r u c t u r a l  c o l l a p s e  of the cake under the inc reas ing  p res su re  drop. Such 

a compression of ctie cake wculd a c t  tc i~rresse t h e  cake r e s i s t a n c e  t o  

flow, w i t h  a corresponding inc rease  i n  s lope  of t he  AP - W r e l a t i o n -  

ship. This type of sudden inc rease  i n  cake r e s i s t a n c e  during a f i l t e r  

contamination c y c l e  has been noted by previous workers 135 . It  i s  sug- 

ges t ed  t h a t  t h e  15-20~~ lO-l5pY and smaller  s i z e - c u t  curves could experi-  

ence a s i m i l a r  t r a n s i t i o n  from incompressible cake t o  compressible cake 

f i l t r a t i o n ,  i f  t h e  contaminant addi t ion c y c l e  was extended s u f f i c i e n t l y .  

Equation (1.16) f o r  intermediate  blocking can be w r i t t e n  

where C 
3 

P c3 + c4w 

c4 2.3 Ki'. 

F i g u r e  1.11 shows a p l o t  f o r  t he  i n i t i a l  region of t he  

10-15 s i z e  c u t  r e l a t i o n s h i p ,  together with t h e  f u l l  p l o t s  f o r  AC Fine 

and AC Coarse mixed s i z e  contaminant. 

AP - W p l o t  of t h e  5-10 data. It i s  apparent t h a t  each case i l l u s t r a t e d  

on F igu re  1.11 f i t s  t h e  intermediate  blocking mechanism of f i l t r a t i o n ,  

loglo AP - W 

Figure 1.11 a l s o  shows t h e  loglo 
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It  i s  poss ib l e  a l s o  t h a t  t h e  i n i t i a l  p o r t i o n  Of t h e  15-201 curve of Figure 

1.4 would f i t  t h e  intermediate  blocking model i f  s u f f i c i e n t  experimental  

po in t s  were a v a i l a b l e  t o  j u s t i f y  a plot. 

The i n i t i a l  shape of t h e  AP - W curves f o r  t h e  l a r g e r  p a r t i c l e  s i z e  

(2O-25~, 25-301, 30-401 of Figure 1.4) does n o t  appear t o  f i t  any c u t s  

of t he  proposed f i l t r a t i o n  mechanisms (F igu re  1.8). However, as t h e  dura- 

t i o n  of t h e  i n i t i a l  region i s  very sho r t  and t h e  p l o t s  contain few po in t s ,  

t he  i n i t i a l  shape i s  somewhat obscure and can be regarded as a t r a n s i t i o n  

r eg ion  leading t o  the  cake mechanism. 

I 1.4 Conclusions 

( a )  When a w i r e  c l o t h  f i l t e r  i s  exposed t o  o i l  ca r ry ing  contaminant 
I 

of a narrow s i z e  band, t h e  p o s s i b l e  mechanisms of f i l t r a t i o n  appear t o  

be s i m i l a r  t o  those proposed by Herman and Bredie' from d a t a  a s soc ia t ed  

w i t h  t e x t i l e  depth f i l t e r  media. 

( b )  A w i r e  c l o t h  f i l t e r  i s  most s u s c e p t i b l e  t o  p a r t i c l e s  i n  a s i z e  

range j u s t  below t h e  mean pore s i z e  ind ica t ed  by e f f i c i e n c y  o r  porosimeter 

tests on t h e  w i r e  c lo th .  
I 

( c )  When sub jec t ed  t o  narrow s i z e  c u t  p a r t i c l e s  i n  t h e  ranges of 

s i z e  about i t s  mean pore s i z e  the  wire c l o t h  contamination cycle  inc ludes  

a s u b s t a n t i a l  amount of cake f i l t r a t i o n .  For s i z e  c u t s  below t h e  mean 

pore s i z e ,  t h e  f i l t e r  i n i t i a l l y  experiences the intermediate  blocking 

mechanism f o r  a region of t he  cycle which decreases  as p a r t i c l e  s i z e  

range inc reases ,  fol lowing which i t  e n t e r s  t he  incompressible cake f i l t r a -  

t i o n  region. For p a r t i c l e  s i z e  cuts around and g r e a t e r  than t h e  mean 

pore s i z e  of t h e  w i r e  c loth,  t he  i n i t i a l  mechanism of f i l t r a t i o n  i s  

inde te rmina te  and of s h o r t  duration p r i o r  t o  development of t h e  
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incompressible  cake mechanism. 

inc reas ing  p res su re  drop can cause an incompressible  cake t o  compress, 

I f  s u f f i c i e n t  contaminant i s  added, t he  

inc reas ing  i t s  r e s i s t a n c e  t o  flow through it. 

( d )  Mixed s i z e  contamination causes much more r a p i d  blocking of t h e  

f i l t e r .  For the  mixed contaminants used, t h e  f i l t e r  contamination cyc le  

followed t h e  in te rmedia te  blocking mechanism, i n f e r r i n g  t h a t  t h i s  was the  

mechanism m o s t  l i k e l y  t o  occur i n  a c t u a l  f i l t e r  performance. 

1.5 References 

2. Gonsalves, V. E., Rec. Tran. Chim., Vol. 69, 1950, P. 873- 

3- Grace, H. P., "Resistance and Compressibi l i ty  of F i l t e r  Cakes," Chem. 
~ng. Prog., Vol. 49, Nos. 6 & 7 ,  1953, PP- 303-3760 

4. Grace, H. P., "S t ruc ture  and Performance of F i l t e r  Media," A.1.Ch.E. 
J r n l . ,  Vol. 2, No. 3 ,  1956, pp. 307-336. 

5. Bennett ,  C. D., and Myers, J. E., Momentum, Heat, and Mass Transfer ,  
McGraw-Hill, 1962, pp. 184-208. 

28 



CHAPTER I1 

EFFECTS OF ELEMENT CONFIGURATION AND HOUSING DESIGN 

UPON FILTER PERFORMANCE 

2.1 In t roduc t ion  

The b a s i c  ing red ien t  i n  a f i l t e r  element i s  t h e  medium from which 

t h e  element i s  constructed.  I n  general ,  t h e  type of medium s e l e c t e d  d e t e r -  

mines quan t i ty  and s i z e s  of t h e  contaminant which w i l l  be removed from a 

system. There are, however, design p r a c t i c e s  which can have an e f f e c t  

upon t h e  performance of a f i l t e r  element from both a contaminant removal 

and flow r e s i s t a n c e  standpoint.  These e f f e c t s  r e s u l t  both from element 

design and housing design. I n  t h i s  regard,  a series of tests were devised 

and conducted t o  determine t h e  e f f e c t s  on performance r e s u l t i n g  from v a r i -  

ous housing and element configurations.  

1 2.2 Housing Design Tests 

2.21 Procedure 

To f a c i l i t a t e  t h e  i n v e s t i g a t i o n  of housing e f f e c t s ,  an experimental  

t e s t  housing (F igu re  1.3) was designed and cons t ruc t ed  i n  such a manner 

t h a t  t he  housing of t he  c y l i n d r i c a l  s e c t i o n  encasing t h e  f i l t e r  element 

could be s e l e c t e d  a r b i t r a r i l y .  Four p l e x i g l a s s  housings of d i f f e r e n t  

diameters  were used i n  order  t o  i n v e s t i g a t e  t h e  e f f e c t  upon contaminant 

c a p a c i t y  of d i f f e r e n t  annular c learances between t h e  f i l t e r  housing and 

t h e  f i l t e r  element. Figure 2.1 i l l u s t r a t e s  t h e  experimental  f i l t e r  hous- 

i n g  and two of t h e  a d d i t i o n a l  p l ex ig l a s s  housings. The commercial 





. .  I! -- 

housing designed f o r  t he  w i r e  c l o t h  element used i n  the  tes ts  was used 

a s  an a d d i t i o n a l  t es t  housing. The f i l t e r  element f o r  t h e  experiments 

described i n  Chapter I was a l s o  used i n  t h e  housing tests. The u l t r a -  

son ic  c l ean ing  procedure used t o  clean t h e  element a f t e r  each tes t  i s  

given i n  Appendix C. The housing dimensions and i d e n t i f i c a t i o n  codes 

a r e  shown i n  Table 2.1 and Figure 2.2. 

TABLE 2.1 

FILTER HOUSING MEASUREMENTS 

~~~~ ~ 

F i l t e r  Housing F i l t e r  Housing D i  ame tr a 1 
Designation I n s i d e  Diameter Rat io ,  D/d 

D - 1  P l e x i g l a s s  1.25 inches 1.11 

D - 1  P l e x i g l a s s  1.50 inches 

D-3 P l e x i g l a s s  2.00 inches 

D-4 P l e x i g l a s s  3.75 inches 

1.33 

1.78 

3= 35 

C - 1  Commercial 1.35 inches 1.20 

Note: The o u t s i d e  diameter of t h e  f i l t e r  element, 
d = 1.125 inches. 

I n  a l l  of t h e  tests concerning t h e  e f f e c t s  of annular  c learance,  t h e  

f l u i d  en te red  t h e  housing i n  such a manner t h a t  i t  w a s  d i s t r i b u t e d  evenly 

around t h e  circumference of t h e  element. However, t h e  en t r ance  p o r t s  i n  

many commercial f i l t e r  housings a r e  loca t ed  i n  such p o s i t i o n s  t h a t  they 

cause an uneven v e l o c i t y  d i s t r i b u t i o n  over t h e  s u r f a c e  of t h e i r  companion 

f i l t e r  element. I n  order t o  i n v e s t i g a t e  sane of t he  e f f e c t s  of housing 

e n t r a n c e  flow condi t ions on the  contaminant capac i ty  of a f i l t e r  element, 
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a t h i n  d i s k  b a f f l e  conta in ing  an o r i f i c e  s l o t  was placed on top of t he  

f i l t e r  element a s  shown i n  F igure  2.3. 

The experimental  housing models were i n s t a l l e d  i n  the  test s e c t i o n  

of t he  F i l t e r  Evaluat ion Tes t  Stand and contaminant capac i ty  tests were 

conducted. 

mined p res su re  drop across  the  e l emen t  c o n s t i t u t e d  t h e  contaminant capac i ty  

of t he  element. 

and t h e  procedures f o r  determining t h e  contaminant capac i ty  a r e  descr ibed 

i n  Appendix B. 

c apac i ty  tests was c l a s s i f i e d  AC t e s t  dus t ,  which had been processed t o  

ob ta in  a 20-40 micron s i z e  range. 

c a t i o n  of t h e  test  dus t  is described i n  the  1964 repor t .  

d u s t  w a s  used i n  order  t o  minimize the confusion c r e a t e d  by i n j e c t i n g  a 

wide range on contaminant s i z e s  i n  contaminant capac i ty  determinat ions.  

Moreover, s i n c e  the  20-40 micron t e s t  dus t  had previous ly  exh ib i t ed  a 

tendency t o  form a f i l t e r  cake, t he  e f f e c t  of housing conf igu ra t ion  on 

the  apparent  cake mode of f i l t r a t i o n  occurr ing  wi th  t h e  w i r e  c l o t h  element 

could be observed wi th  graded contaminant of t h i s  s i z e  range. 

The q u a n t i t y  of contaminant necessary t o  produce a p rede te r -  

Deta i led  explanat ions of t he  F i l t e r  Evalua t ion  T e s t  Stand 

The experimental  contaminant used i n  a l l  t h e  contaminant 

The technique used f o r  s i z e  c l a s s i f i -  

C l a s s i f i e d  test  

2.22 Resul t s  

The r e s u l t s  f o r  t he  var ious  f i l t e r  housing conf igu ra t ions  a r e  shown 

i n  F igure  2.4 a s  a p l o t  of t h e  n e t  d i f f e r e n t i a l  p re s su re  across  the  element 

ve r sus  t h e  contaminant added. Figure 2.5 i s  an expansion of a reg ion  of 

t he  curves of F igure  2.4 near  t he  re ference  d i f f e r e n t i a l  pressure.  

p l o t  of t he  contaminant capac i ty  versus the  d iamet ra l  r a t i o  of t h e  hous- 

i n g  and element i s  shown i n  Figure 2.6. For the  l a r g e r  c learances  between 

the  element and housing, i.e.,  l a rge r  D/d r a t i o s ,  t he  t rend  of t h e  r e s u l t s  

A 
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Figure  2.3. Housing With O r i f i c e  D i s c .  
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c 
i n d i c a t e s  t h a t  t he  contaminant capac i ty  approaches a l i m i t i n g  value. 

Fur ther  i nc reases  i n  the  f i l t e r  housing i n s i d e  diameter would have a 

n e g l i g i b l e  e f f e c t  on the  o v e r - a l l  contaminant capaci ty .  As t h e  d iamet ra l  

r a t i o  approaches uni ty ,  t he  cantaminant capac i ty  decreases.  These r e s u l t s  

r e v e a l  a design parameter which is important i n  t h e  s e l e c t i o n  o r  design 

of a f i l t e r  element housing. 

From Figure  2.5 i t  can be seen t h a t  t h e  maximum v a r i a t i o n  i n  the  

contaminant capac i ty  a t  a r e fe rence  d i f f e r e n t i a l  p re s su re  of 50 p s i  i s  

approximately 8.45%. 

experimental  housing D-4, which had t h e  l a r g e s t  D/d r a t i o .  

t he  contaminant capac i ty  of housing D - 1  wi th  t h e  o r i f i c e  d i s k  i n s t a l l e d  

t o  i t s  capac i ty  without  t h e  o r i f i c e ,  it can be seen t h a t  t he  en t rance  

e f f e c t s  induced by t h e  d i s k  r e s u l t e d  i n  a decrease i n  t h e  contaminant 

capac i ty  of t he  element. A reduct ion of 6.1% was observed when 20-40 

micron test  dus t  was used a s  the  experimental  contaminant;  another  t e s t  

wi th  20-30 micron test  dus t  r e s u l t e d  i n  a s i m i l a r  reduct ion  i n  the  contami 

nant  capac i ty  of t h e  f i l t e r  element. S imi la r  r e s u l t s  could be expected 

wi th  commercial housings having an unsymmetrical en t rance  p o r t  arrange- 

ment. 

The maximum contaminant capac i ty  occurred wi th  

By comparing 

The r educ t ion  i n  contaminant capac i ty  of t h e  element when used wi th  

the  o r i f i c e  d isk ,  and a l s o  i n  test housings wi th  smaller  d iamet ra l  r a t i o s ,  

appears  t o  be r e l a t e d  t o  the  f l u i d  v e l o c i t y  d i s t r i b u t i o n  over t h e  su r face  

of t h e  f i l t e r  element. The o r i f i c e  d i s k  induces a h igher  f l u i d  v e l o c i t y  

i n  t h e  reg ion  of t h e  f i l t e r  sur face  ad jacent  t o  t h e  o r i f i c e .  

v i s u a l l y  observed t h a t  t he  increased turbulence i n  the  f l u i d  s t reaml ines  

r e s u l t i n g  f r m  the  assymmetric v e l o c i t y  d i s t r i b u t i o n  reduced t h e  caking 

It was 
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a b i l i t y  of t h e  contaminant on t h e  sur face  of t he  element. I n  tu rn ,  t he  

observed reduct ion  i n  th ickness  of the f i l t e r  cake beneath t h e  o r i f i c e  

was r e f l e c t e d  by the  decrease i n  t h e  contaminant capac i ty  of t he  element. 

The housings having smal le r  diametral  r a t i o s  cause a h igher  t a n g e n t i a l  

f l u i d  v e l o c i t y  over t he  su r face  of the element due t o  a smal le r  annular  

c learance  between t h e  element and the housing. 

and t h e  r e s u l t a n t  reduct ion  i n  caking a b i l i t y  may expla in ,  i n  a manner 

s i m i l a r  t o  t h a t  observed wi th  the  o r i f i c e  d isk ,  t he  decrease i n  contami- 

nant capac i ty  a s  D/d decreases. - 

The h igher  f l u i d  v e l o c i t y  

2.23 Conclusions 

The use  of housings which provide f o r  a symmetrical f l u i d  flow i n t o  

the  element can r e s u l t  i n  an increased contaminant capacity. Increas ing  

the  c l ea rance  between element and housing a l s o  y i e l d s  an increased  

capac i ty .  The r e s u l t s  of t h e  t e s t s  repor ted  he re in  i n d i c a t e  t h a t  t h e  

change i n  contaminant capac i ty  induced by changes i n  housing design i s  

less than 16. 

t ake  precedence over t h e  d e s i r e  f o r  such a s l i g h t  improvement i n  capac- 

I n  most appl ica t ions ,  housing s i z e  requirements would 

2.3 Element Design E f f e c t s  

The e f f e c t s  of element design upon the  f i l t r a t i o n  and flow perform- I 
ance of w i r e  c l o t h  f i l t e r  elements was i n v e s t i g a t e d  by t e s t i n g  a number 

of f i l t e r  elements, 

Wintec Corporation of Inglewood, Cal i forn ia ,  were cons t ruc ted  t o  OSU 

s p e c i f i c a t i o n s .  

a s s e s s  t h e  r e l a t i v e  r e s u l t s  of v a r i a t i o n s  i n  area,  p l e a t  depth, and 

number of p l e a t s  on the  performance of an element. 

These elements, which were made a v a i l a b l e  by the  

The dimensions (Table 2.2) were s e l e c t e d  i n  order  t o  
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TABLE 2.2 

CHARACTERISTICS OF TEST FILTERS 

Element Number Nomina 1 Nominal 
No. of P l e a t s  Depth ( in. ) Area (sq. in. ) 

~~~ ~ ~ 

107 0.125 

74 0.125 

36 0.125 

42 0.080 

114 0.070 

40 0.250 

80 0.250 

Cy l ind r i ca l  Element 

105 

70 

35 

30 

70 

70 

140 

14.3 

Note: A l l  elements were cons t ruc ted  from 165 x 1400 wire  
c l o t h  and had an i n s i d e  diameter of 1.125 in. Inner  
support  tube was constructed from 20 mesh (.016 in.  
w i r e ) .  

2.31 Flow Performance T e s t s  

Two types of t e s t s  were ca r r i ed  out  t o  measure t h e  changes i n  f i l t r a -  

t i o n  performance and flow performance r e s u l t i n g  from element design v a r i -  

a t ions .  The f i r s t  was a p re s su re  drop ve r sus  flow r a t e  test which was 

conducted on the  F i l t e r  Media Performance Stand. The elements were 

i n s t a l l e d  i n  the  test  f i x t u r e  of Figure 1.3 wi th  the  3.75 in. I .D.  hous- 

i n g  i n  place. 

( v i s c o s i t y  = 12.0 cp) throughout t h e  t e s t .  

The tes t  f l u i d ,  ~ i 1 - ~ - 5 6 0 6 ,  was maintained a t  lOOOF 

The p res su re  d i f f e r e n t i a l  across  the  tes t  s e c t i o n  was recorded a t  

2.5 gpm i n t e r v a l s .  A cor rec t ion  €or t h e  p re s su re  loss due t o  housing 
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l o s ses  was determined by measuring the pressure-f low r e l a t i o n s h i p  across  

a "dummy" f i l t e r  element i n s t a l l e d  i n  t h e  housing. 

cons i s t ed  of t he  20 mesh support  screen and end f i t t i n g s  which were 

i d e n t i c a l  t o  those of t h e  tes t  elements. Sub t rac t ing  t h i s  p re s su re  

c o r r e c t i o n  r e s u l t e d  i n  the  pressure-flow con t r ibu t ion  

the  medium i t s e l f .  Figure 2.7 shows t h e  AP versus  Q curves f o r  each 

of the  e i g h t  elements tes ted .  From t h i s  da ta ,  a s p e c i f i c  flow conductance 

t e r m  was c a l c u l a t e d  f o r  each element from t h e  fo l lowing  d e f i n i t i o n ,  

The "dummy" element 

(AP versus Q) of 

gpm S p e c i f i c  Flow Conductance (SFC) = 

Table 2.3 g ives  the  SFC f o r  t he  test elements. 

TABLE 2.3 

SPECIFIC FLOW CONDUCTANa RESULTS 

E lemen t 
Number (gpm/psi-sq. in. ) 

Spec i f i c  Flow Conductance 

079 

.223 

.2 12 

.211 

. 183 

.213 

093 

. 238 

Figure  2.8 i s  a graph of t h e  S p e c i f i c  Flow Conductance versus  the  

number of p l e a t s  f o r  elements 2, 5 and 6. These elements each have an a rea  
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Figure 2.7. AP vs. Q Results for Test Elements. 
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I 
of 70 sq. in. bu t  d i f f e r  i n  both number of p l e a t s  and p l e a t  depth. The 

r e s u l t s  i n  t h i s  ca se  show a trend toward a decrease i n  conductance with 

an i n c r e a s e  i n  t h e  number of p l ea t s .  

term, which r e p r e s e n t s  an inc rease  i n  t h e  p re s su re  loss p e r  u n i t  of f i l t e r  

a r ea  a t  a given flow, can be a t t r i b u t e d  p r imar i ly  t o  t h e  f a c t  t h a t  t h e  

f l u i d  i s  passing through narrower drainage channels between p l e a t s  as t h e  

number of p l e a t s  increases.  These narrowed drainage channels s e rve  t o  

r e s t r i c t  t h e  flow and t h e r e f o r e  reduce the  conductance of t h e  element. 

The decrease i n  t h e  conductance 

Figure 2.9 i s  a p l o t  of SFC versus number of p lea ts  f o r  elements 1, 

2, and 3 which have a common p l e a t  depth of 0.125 in. ,  and f o r  elements 

6 and 7 which have a 0.250 in. depth. 

occurred i n  Figure 2.8, namely, t h a t  t h e  s p e c i f i c  conductance decreases  

wi th  inc reas ing  p l e a t  numbers. Figure 2.10 i s  a graph of t h e  conductance 

d a t a  f o r  elements 3 ,  4, and 6. These f i l t e r s  have approximately the  same 

number of p l e a t s  (36, 42, and 40 r e s p e c t i v e l y ) ,  but  t h e i r  a r eas  and p l e a t  

depths  vary. 

from va ry ing  the a reas  and p l e a t  depths while  holding t h e  number of p l e a t s  

constant .  However, a s  t h e  number of p l e a t s  i nc rease ,  t h e  e f f e c t s  of 

changes i n  depth upon the  s p e c i f i c  conductance may become s i g n i f i c a n t  as 

t h e  l eng th  of narrowed drainage channel between p l e a t s  increases .  

The same t rend may be noted a s  

This f i g u r e  shows t h a t  no change i n  conductance r e s u l t e d  

It i s  i n t e r e s t i n g  t o  n o t e  t h a t  t h e  s p e c i f i c  conductance of t h e  cy l -  

i n d r i c a l  element i s  g r e a t e r  than t h a t  of any of t he  p l e a t e d  elements. 

Th i s  r e s u l t  i s  i n  harmony with t h e  above hypothesis  s i n c e  an element w i th  

no p l e a t s  should have the  g r e a t e s t  conductance. The conductance of a 2 

inch  diameter f l a t  sample of the same medium was determined t o  be 0.293 

gpm/psi-sq. in. This value i s  g rea t e r  than t h a t  f o r  t h e  p l a i n  cy l inde r  
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because no p res su re  lo s ses  due t o  a change i n  flow d i r e c t i o n  were involved 

i n  flowing through t h e  f l a t  specimen. 

2.32 F i l t r a t i o n  Performance Tests 

The second type of tes t  conducted on each of t h e  elements w a s  a 

contaminant capac i ty  test. These t e s t s  were performed on t h e  F i l t e r  

Evaluat ion T e s t  Stand (Appendix B). 

0.1 gpm p e r  sq. in .  of f i l t e r  a r ea  was maintained throughout each tes t ,  

and t h e  f l u i d  temperature was he ld  constant  a t  100°F. The q u a n t i t y  of 

contaminant which was added incremental ly  was 0.00286 gram pe r  sq. in. 

of f i l t e r  area. This  was done i n  order t o  p re sen t  t h e  same contaminant 

l e v e l  t o  each f i l t e r  during t h e  i n j e c t i o n  cycle.  

A cons tan t  s p e c i f i c  flow r a t e  of 

F igure  2.11 shows the  contaminant capac i ty  curves f o r  each of t h e  

test  elements. 

a t  t h e  

capac i ty  f o r  each element as def ined by: 

Table 2.4 g ives  the contaminant capac i ty  of each element 

r e fe rence  pressure  of 40 psid,  and t h e  s p e c i f i c  contaminant 

S p e c i f i c  Contaminant - Contaminant Capacity a t  40 ps id  
Capaci ty  ( SCC) sq. in. of F i l t e r  Area 

- 

Also shown i n  t h e  t a b l e  i s  the  capaci ty  and s p e c i f i c  capac i ty  of t h e  2- 

inch  diameter  f l a t  sample. 

F igure  2.12 i s  a graph of SCC versus a rea  f o r  each of t h e  elements 

t e s t ed .  The f i g u r e  shows t h a t  a s i g n i f i c a n t  l o s s  of capac i ty  accompanies 

any p l e a t i n g  process  but  t h a t  t h e  na tu re  of t h e  v a r i a t i o n s  caused by 

changes i n  f i l t e r  a rea ,  number of p l ea t s ,  and p l e a t  depth is  r e l a t i v e l y  

i n s i g n i f i c a n t  once an element i s  convoluted. The c y l i n d r i c a l  element 

had a s p e c i f i c  capac i ty  equal  t o  tha t  of the  f l a t  medium, 0.0383 gms/sq. 

i n . ,  wh i l e  t h e  average of t he  s p e c i f i c  c a p a c i t i e s  of t h e  seven p l ea t ed  
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TABLE 2.k 

SPECIFIC CONTAMINANT CAPACITY RESULTS 

E lemen t Contaminant S p e c i f i c  
Number Capacity t o  40 ps id  Contaminant Capacity 

F l a t  

2.63 gms 

1.88 

0.89 

0.80 

1.81: 

1.84 

3= 87 

0.55 

0.12 

0.0250 gms/sq. in. 

0.0269 

0.0254 

0.0266 

0.0263 

0.0263 

0.0276 

0.0384 

9.0383 

elements was 0.0263 gms/sq.in. 

i t y  s tandpoint ,  a p l ea t ed  element w i l l  have 7$ of t h e  capac i ty  calcu-  

l a t e d  from capac i ty  tests performed on a f l a t  sample of media. 

r educ t ion  i n  capac i ty  r e s u l t i n g  from p l e a t i n g  may be  a c h a r a c t e r i s t i c  

of t h e  type of w i r e  c l o t h  used; however, t h e  r educ t ions  using o the r  s i z e s  

The r e s u l t s  i n d i c a t e  t h a t  from a capac- 

The ;SO$ 

of c l o t h  can be expected t o  be of the same order. 

2.33 Conclusions 

The fol lowing conclusions are apparent regarding t h e  e f f e c t s  of hous- 

i n g  and element design upon t h e  performance of a f i l t e r  element: 

1. The convolution of a w i r e  c l o t h  medium r e s u l t s  i n  a l o s s  of flow 

e f f i c i e n c y  when compared with a f l a t  medium. That i s  t o  say, 
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t he  p re s su re  loss  through a convoluted medium a t  a given flow 

r a t e  w i l l  be g r e a t e r  than the p re s su re  loss through a f l a t  medium 

of the  same a rea  a t  t h e  same flow r a t e .  This  reduct ion  i n  flow 

e f f i c i ency ,  which i s  represented by a decrease i n  the s p e c i f i c  

conductance term, becomes inc reas ing ly  pronounced a s  the  number 

of p l e a t s  increases .  

2. The s p e c i f i c  contaminant capac i ty  of a p l ea t ed  element i s  reduced 

by approximately 3 6  over t h a t  of a f l a t  o r  c y l i n d r i c a l  element. 

On the  b a s i s  of t he  d a t a  presented,  t h i s  reduct ion  i s  v i r t u a l l y  

cons tan t  and independent of changes i n  area,  p l e a t  depth, and the  

number of p l ea t s .  
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CHAPTER I11 

FACTORS AFFECTING THE PERFORMANCE OF WIRE CLOTH MEDIA 

3.1 In t roduc t ion  

The r e s u l t s  repor ted  i n  t h e  1964 r e p o r t  were p r imar i ly  generated 

during the  development of methods t o  measure the  p r o p e r t i e s  of w i r e  c l o t h  

f i l t e r  media. 

media have been t e s t e d  t o  determine t h e i r  p rope r t i e s .  Table 3.1 i s  a 

summary of t he  d a t a  obtained from the media t e s t e d  dur ing  the  p a s t  year  

as w e l l  a s  a r e p e t i t i o n  of most of the  t e s t  d a t a  from t h e  1964 repor t .  

Of t he  group t e s t ed ,  s eve ra l  d i f f e r e n t  p a i r s  of media were examined which 

were i d e n t i c a l  except  t h a t  one member of each p a i r  was s i n t e r e d  while  t he  

o the r  was unsintered.  An ana lys i s  of t h e  e f f e c t  of t he  s i n t e r i n g  proc- 

e s s  upon t h e  p r o p e r t i e s  of t h e  media i s  discussed i n  Sec t ion  3.2. 

Since the  1964 r e p o r t  was w r i t t e n ,  numerous o the r  f i l t e r  

Two t e s t  programs were conducted t o  measure the  f i l t r a t i o n  perform- 

ance of w i r e  c l o t h  media. I n  the  f i r s t  of t hese  programs, t he  s p e c i f i c  

contaminant capac i ty  of a number of samples of dutch t w i l l  media were 

t e s t ed .  The average pore diameters of t hese  media ranged from 12 t o  30 

microns. The second program involved the  measurement of t h e  s p e c i f i c  

contaminant capac i ty  of a given type of c l o t h  a s  a func t ion  of flow 

r a t e .  The r e s u l t s  of these  programs a r e  presented i n  Sec t ion  3.3 and 

3.4, r e spec t ive ly .  
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TABLE 3 . 1  

PROPERTIES OF FILTER MEDIA 

Average Diameter (Microns) Pe r rcab i l l t y  (0) 
Poroslme ter Boi 1 ing Theoretical 

Specimen Poros i ty  

D c h 2  
Number e (%I T e s t  T e s t  Measured 

Dl 4 

1 
2 
3 
4 
5 
6 
7s 
8s 
gs 

10s 
11s* 
12s 
13s+ 
14S* 
15 s 
16s 
17 
18s* 
1 9 s  
205 
20 
21 
21s 
22s 
22 
23s 
23 
24 
24s 
25 S 
25 
26s 
26 
27s 
28 
28s 

53.1 
60.5 
38.4 
36.7 
37.8 
37.8 
52.5 
42.2 
37.9 
42.3 
66.5 
74.2 
72.8 
62.4 
16.5 
66.8 
49.8 
55.8 
57.2 
53.5 
49.0 
26.2 
25.7 
57.3 
57.0 
36.4 
36.2 
51.8 
51.8 
51.8 
52.6 
61.0 
5% 6 
74.6 
72.9 
65.2 

51.0 
35.5 
23.5 
12.0 
19.5 
13.0 
32.0 
16.5 

14.5 
17.0 
64.0 
13.5 
11.0 
9.0 

46.5 
21.0 
14.5 
15.0 
11.0 
10.5 
23.5 
22.0 
22.0 
23.5 
19.5 
19.5 
26.0 
a. 0 
46.5 

23.5 

41.0 

54.5 
35.0 
25.5 
11.5 
17.0 
11.5 
37.0 
16.5 
24.5 
12. 5 
18.0 
52.5 
19.5 
14.0 
13.5 
34.0 
21.5 
11.5 
13.5 
14.5 
14.0 
22.0 
22. 5 
24.0 
25.0 
18.0 
17.0 
36.0 
3 6  5 
46.0 
42.5 
71.2 
64.0 
80.5 
99.3 

103.0 

98.0 
42.4 
6 . 3  
4.1 
9.9 
4.6 

46.8 
9.5 

6.7 
6.3 
LB. 1 

176.5 
29.9 
5.3 
3.5 

47.6 
12.7 
4.0 
6.8 
3.2 
3.2 

16.8 
20.7 
16.1 
15.6 
11.2 
10.7 
48.3 
56.5 
62.2 
51.8 

152.0 
10s. 0 
350.0 
198.0 
338.0 

81.3 93.0 
39.4 38.2 
17.3 20.3 
4.5 4.1 

11.9 9.0 
5.3 4.1 

32.0 42.8 
8.5 8.5 

17.3 18.7 
6.6 4.9 
9.0 10.1 

128.0 86.0 
5.7 11.9 
3.8 6.1 
2.5 5.7 

67.5 36.1 
13.8 14.4 
6.6 4.1 
7.0 5.7 
3.8 4.5 
3.4 6.1 

17.2 15.1 
15.1 15.8 
15.1 18.0 
17.2 19.5 
11.9 10.1 
11.9 9.0 
21.1 40.5 
24.5 41.7 
67.5 66.1 
52.5 56.4 

158.0 
1M. 0 
202.0 
306.0 
332.0 

S - Sintered Medium 

- Layered Uediuo 
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3 - 2  E f f e c t s  of S i n t e r i n g  on t h e  P rope r t i e s  of Wire Cloth Media - -- ---- 
Figure 3.1 i s  a graph of t he  average diameter of t h e  s i n t e r e d  media 

versus  the  average diameter of t he  corresponding uns in t e red  media. The 

l i n e  drawn on the  graph i s  the  l i n e  of equiva len t  diameters.  It i s  appar- 

e n t  from the  f a c t  t h a t  t h e  da t a  poin ts  f a l l  s l i g h t l y  above t h i s  l i n e ,  

t h a t  t he  s i n t e r i n g  process  can r e s u l t  i n  a small i nc rease  i n  the  average 

diameter. This  e f f e c t  i s  f u r t h e r  apparent i n  F igure  3.2 which shows t h e  

measured permeabi l i ty  of t he  s i n t e r e d  media t o  exceed t h a t  of t he  unsin-  

t e r e d  media. 

i s  p ropor t iona l  t o  the  square of i t s  average diameter,  t h e  diameters  of 

t he  s i n t e r e d  media a r e  again shown to  exceed those  of t h e  unsintered.  

Reca l l ing  from the  1964 r e p o r t  t h a t  a medium's permeabi l i ty  

3.3 S p e c i f i c  Contaminant Capac i t i e s  of Dutch T w i l l  Media ---- 
A series of t e s t s  were conducted on a group of dutch t w i l l  media 

having va r ious  average diameters. The purpose of t hese  tests was t o  

measure the  s p e c i f i c  contaminant capac i ty  of dutch t w i l l  media a s  a func- 

t i o n  of average diameter. I n  order  t o  perform t h e  tests on the  F i l t e r  

Media Performance Stand, an a u x i l l i a r y  i n j e c t i o n  system was cons t ruc ted  

(see Figure  3.3). 

each case,  and a s p e c i f i c  flow r a t e  of 0.1 gpmlsq. in. was maintained 

throughout t h e  test. The f l u i d  temperature was he ld  cons tan t  a t  10O0F. 

Table  3.2 i s  a surmnary of t h e  da t a  g iv ing  t h e  average diameter 

A 2-inch diameter sample of each medium was used i n  

(poros imeter  tes t )  and s p e c i f i c  contaminant capac i ty  f o r  each medium 

t e s t e d .  Figure 3.4 i s  a graph of t h i s  data .  The inc rease  i n  s p e c i f i c  

capac i ty  wi th  increased  diameter i s  due t o  t h e  n a t u r e  of t he  d e f i n i t i o n  

of contaminant capac i ty  which i s  commonly i n  use. The samples having 

t h e  l a r g e r  diameters  a r e  merely l e s s  a f f e c t e d  by contamination because 
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Figure  3.1. E f f e c t s  of S in t e r ing  on Media Diameters. 
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Figure  3.2. E f f e c t s  of S in t e r ing  on Media Permeabi l i t i es .  
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TABLE 3.2 

Contaminant S p e c i f i c  

(to 40 ps id )  Capacity 

Sample Average 
Number Dia. (Microns) Capacity Contaminant 

12.0 

13.0 

14.5 

.045 

.050 

059 

.014 

.016 

.01g 

4 20.5 1 G 8  .034 

5 230 5 .120 .038 

6 30.5 .225 .072 

of t h e i r  poorer f i l t r a t i o n  e f f i c i e n c i e s .  This d a t a  i n  combination with 

t h a t  of t he  previous chapter  can a i d  a des igner  i n  the  s e l e c t i o n  of a 

f i l t e r  element which w i l l  have a given contaminant capaci ty .  

3.4 E f f e c t s  ---- of Flow Rate on Contaminant Capacity 

The na tu re  of t he  v a r i a t i o n  in s p e c i f i c  contaminant capac i ty  a s  a 

func t ion  of s p e c i f i c  flow r a t e  was examined. 

s p e c i f i c  flow r a t e s  from 0.1 t o  1.0 gpm/sq. 

of 165 x 1400 w i r e  c l o t h  was used f o r  t h e  t e s t  program and AC F ine  t e s t  

The t e s t  i n t e r v a l  covered 

in. A 2-inch diameter sample 

d u s t  w a s  t h e  contaminant. The test  procedure was as  fol lows:  

1. The s p e c i f i c  flow r a t e  f o r  t he  p a r t i c u l a r  t e s t  was e s t a b l i s h e d  

a t  a temperature of 100°F. 

An i n j e c t i o n  of 0.02 grams of contaminant was presented t o  t h e  2. 

f i l t e r  sample. 

Following the  i n j e c t i o n ,  the flow r a t e  was reduced t o  a r e fe rence  

flow r a t e  of 0 .1  gpm/sq.in. and t h e  d i f f e r e n t i a l  p re s su re  was 

recorded. 

3. 

59 



4. The s p e c i f i c  flow r a t e  f o r  the i n d i v i d u a l  tes t  was then re- 

e s t a b l i s h e d  and another i n j e c t i o n  begun. 

5. This  procedure was repeated u n t i l  t he  d i f f e r e n t i a l  p re s su re  a t  

t h e  r e fe rence  flow r a t e  reached 10 psid. Th i s  lower p re s su re  

was used as t h e  a r b i t r a r y  r e fe rence  p res su re  r a t h e r  than t h e  40 

p s i d  r e fe rence  used i n  previous tests, because a t  t h e  higher  

s p e c i f i c  flow r a t e s  t h e  100 ps id  range of t he  Press-I-Cel l  would 

have been exceeded. 

The p res su res  a t  t h e  test flow r a t e  be fo re  and a f t e r  each lowering 

t o  0.1 gpm/sq. in. w e r e  t he  same; therefore ,  no adverse e f f e c t  on t h e  

contaminant r e t a i n e d  on t h e  f i l t e r  was present.  F igu re  3.5 i s  a graph 

of t h e  contaminant capac i ty  curves a t  t h e  r e fe rence  flow rate. Table 

3.3 gives t h e  c a p a c i t i e s  and s p e c i f i c  c a p a c i t i e s  t o  10 p s i d  f o r  each of 

t h e  5 s p e c i f i c  flow r a t e s  which were used. (See a l s o  Figure 3.6.) 

The r e s u l t s  show an inc rease  i n  s p e c i f i c  capac i ty  w i t h  an inc rease  

i n  s p e c i f i c  flow ra t e .  This i nc rease  i s  a t t r i b u t e d  t o  t h e  f a c t  t h a t  t h e  

higher f l u i d  v e l o c i t i e s  through the  pores of t h e  medium f o r c e  some con- 

taminant through t h e  medium which would be r e t a i n e d  a t  lower f l u i d  veloc- 

i t ies .  Ef f i c i ency  tests t o  s u b s t a n t i a t e  t h i s  hypothesis  a r e  i n  a p r e l i m i -  

nary phase, bu t  no app l i cab le  d a t a  i s  c u r r e n t l y  ava i l ab le .  
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Figure 3.5. Contaminant Capacity Curves a t  
Various Flow Rates. 
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TABLE 3.3 

CONTAMINANT CAPACITY AS A FUNCTION OF FLOW RATE 

~~ 

S p e c i f i c  F l o w  Contaminant Capacity S p e c i f i c  Capacity 
Rate (gpm/sq. in.  1 to  10 p s i d  (grams) to  10 p s i d  f-gms/sq. i n . )  

0.10 

0.25 

0.50 

0.75 

1-00 

0.09 

0.100 

0.111 

0.123 

0.128 

.0312 

.0318 

0353 

0392 

.0407 
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CHAPTER I V  

THE FILTRATION TEST STAND 

In t roduc t ion  

A tes t  s tand was required which would permit measurement of t h e  

e f f i c i e n c y  of w i r e  c l o t h  media under condi t ions 

1. of va r ious  s teady flow rates,  

2. of p a r t i a l  contaminant loading of t h e  t e s t  f i l t e r ,  

3. which s a t i s f y  the  requirements a s soc ia t ed  with the  t e s t i n g  of 

Mil-F-88 15 elements. 

To more c l o s e l y  s imulate  t h e  in - se rv ice  loading of a f i l t e r  medium, a 

means was r equ i r ed  f o r  i n j e c t i n g  contaminant upstream of t h e  f i l t e r  

cont inuously f o r  per iods of t h e  order of 30 minutes, while  t h e  flow r a t e  

and contamination l e v e l  of t h e  o i l  was maintained constant.  The p r i n c i p l e  

problem was t o  ensure uniform dispers ion and suspension of t h e  added con- 

taminant i n  the  o i l  presented t o  the tes t  f i l t e r .  

Desc r ip t ion  of t h e  T e s t  Stand ---- 
Figure 4.1 shows the  func t iona l  diagram of t h e  stand. O i l  can be 

pumped from t h e  sump r e s e r v o i r  t o  the main r e s e r v o i r  through a low micron 

dep th  f i l t e r .  O i l  can be c i r c u l a t e d  through t h e  res t  of t h e  system by 

a i r  p re s su re  i n  t h e  main r e se rvo i r .  The va lv ing  permits  flow from t h e  

main r e s e r v o i r  t o  

1. go d i r e c t l y  t o  the  t e s t  sect ion,  

2. go t o  t h e  tes t  s e c t i o n  v i a  t h e  contaminant mixing chamber, 

64 



I 
I 

I--+ 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
1 
1 
I 
I 
I 
1 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

t- 
2 

0 
t- ', 

I 
I 



3 .  reach the  test  s e c t i o n  from both r o u t e s  simultaneously. 

The discharge from the  tes t  s e c t i o n  can be d i r e c t e d  t o  the  sump r e s e r v o i r  

v i a  t h e  flow m e t e r  when t e s t i n g ,  o r  re turned t o  t h e  s u c t i o n  s i d e  of t h e  

pump when c i r c u l a t i n g  f o r  clean-up purposes. 

Contaminant can be added t o  t h e  mixing chamber and dispersed and 

held i n  suspension by t h e  stirrer. Contaminated o i l  can be presented t o  

t h e  test  f i l t e r  by applying a i r  pressure t o  t h e  mixing chamber. The r a t e  

a t  which contaminated o i l  i s  admitted t o  t h e  tes t  s e c t i o n  i s  c o n t r o l l e d  

by t h e  a i r  p re s su re  i n  the  mixing chamber and by the  valving. The r a t e  

can be held cons t an t  while t h e  flow r a t e  through t h e  f i l t e r  i s  va r i ed ,  

by s u i t a b l e  mixing of t h e  flows from t h e  mixing chamber and the  main 

r e se rvo i r .  

Sampling valves are included i n  t h e  c i r c u i t  immediately upstream and 

downstream of the  t e s t  s e c t i o n  so t h a t  upstream and downstream samples 

can be taken simultaneously a t  any t i m e  during a test .  Evaluat ion of t h e  

samples by gravimetr ic  a n a l y s i s  and p a r t i c l e  counting gives the  d a t a  

r equ i r ed  t o  e s t a b l i s h  the e f f i c i ency  of t h e  t es t  f i l t e r .  I d e a l l y ,  t h e  

upstream sample should be d i r e c t l y  comparable with t h e  contamination 

cond i t ion  i n  t h e  mixing chamber. The loading condi t ion of t h e  test  f i l t e r  

when the  samples a r e  taken i s  described by t h e  p re s su re  drop ac ross  the  

f i l t e r .  The sampling valves  a r e  of t h e  bleeder- type descr ibed i n  t h e  

1964 report .  Figure 4.2 shows a f r o n t  view of t h e  t es t  stand. 

4*3 Evaluat ion of t h e  T e s t  Stand ---- 
Tests were conducted t o  examine t h e  e f f e c t i v e n e s s  of t h e  f i l t r a t i o n  

system of t h e  stand. 

o i l  samples revealed t h e  background contamination l e v e l  shown i n  Table 4.1. 

Af t e r  a period of c i r c u l a t i o n  through t h e  main f i l t e r ,  
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Samples were taken a t  t he  mixing chamber and a t  t h e  test  sec t ion .  The 

r e s u l t s  compare favorably wi th  t h e  background l e v e l s  of o t h e r  test  s tands  

i n  the  labora tory ,  and a r e  considered t o  be s a t i s f a c t o r y .  

Tests were conducted t o  examine the e f f e c t i v e n e s s  of t h e  contaminant 

mixing and i n j e c t i o n  systems. Samples of AC test d u s t  were placed i n  150 

m l .  b o t t l e s ,  t r i p l e  f i l t e r e d  (0 .45~)  o i l  was added t o  the  b o t t l e s ,  and 

the  contaminant was d ispersed  by shaking and by i n s e r t i o n  of t h e  b o t t l e  

i n  an u l t r a s o n i c  bath. The s l u r r y  was poured i n t o  the  mixing chamber 

which was i n i t i a l l y  nea r ly  f u l l  of system o i l .  The stirrer was run 

continuously.  Table 4.2 shows the  contamination l e v e l  r e s u l t s  obtained 

when 0.1 gram of AC F ine  test  dus t  was added t o  the  mixing chamber. The 

contaminated o i l  i n  t he  mixing chamber was admitted t o  t h e  system a t  a 

s teady  r a t e  which requi red  about 40 minutes t o  empty t h e  chamber. The 

samples were taken progress ive ly ,  a t  t he  per iods  ind ica ted .  The r e s u l t s  

i n d i c a t e  t h a t  

1. the  contamination l e v e l  of t h e  o i l  a t  t h e  test  s e c t i o n  (upstream 

sampler) i s  s u b s t a n t i a l l y  the  same a s  the  l e v e l  i n  t h e  mixing 

chamber (mixing chamber bleed) ,  

2. t he  contamination l e v e l  remains s u b s t a n t i a l l y  cons tan t  f o r  per iods  

of up t o  40 minutes and hence r e f l e c t s  t he  e f f e c t i v e n e s s  of t he  

mixing process. 

S imi la r  tests were conducted using AC Coarse dus t ,  and a 30-40 micron 

c u t  from AC dust. 

f o r  samples taken a t  the  t e s t  s ec t ion  a s  t h e  mixing chamber was emptied 

i n t o  the  system when a l l  of t he  flow i s  from t h e  mixing chamber. The 

cons is tency  of t he  contamination leve ls  achieved i s  apparent. 

F igure  4.3 shows the  grav imet r ic  ana lys i s  f o r  each case,  







. .  I 

I 

4.4 U s e  of t h e  T e s t  Stand ----- 
The e f f i c i e n c y  of wire-cloth media a t  var ious s t a g e s  of t h e  l i f e  

cyc le  a s soc ia t ed  wi th  contaminant capaci ty  i s  a t  p re sen t  being inves t iga t ed .  

The r e s u l t s  presented he re  should be regarded a s  i n d i c a t i v e  only. 

A f l a t  sample of 165 x 1400 w i r e  c l o t h  was f i t t e d  t o  t h e  tes t  hous- 

ing,which i n  t u r n  was placed i n  t h e  test  sec t ion  of t h e  F i l t r a t i o n  T e s t  

Stand. 0.15 gram of AC F ine  t e s t  dust  was added a s  a s l u r r y  t o  system 

o i l  i n  t h e  mixing chamber and dispersed by s t i r r i n g  t o  produce uniformly 

contaminated o i l .  O i l  from t h e  mixing chamber was admitted t o  t h e  test 

s e c t i o n  toge the r  w i t h  f i l t e r e d  o i l  from the  main r e s e r v o i r ,  i n  t h e  r a t i o  

1:l. 

of f i l t e r  area. The pressure drop-time r e l a t i o n s h i p  f o r  t h e  tes t  f i l t e r  

was recorded. 

n e a r  t he  s t a r t  of t h e  t es t  

(AP 140 lb/in2), 

A sample upstream of t h e  f i l t e r  was taken f o r  r e f e r e n c e  purposes. 

Flow r a t e  through t h e  tes t  f i l t e r  was maintained a t  0.05 gpm/in2 

Samples of o i l  downstream of the  tes t  f i l t e r  were taken 

(AP 2 0 )  and near  t he  end of t h e  t es t  

when the  f i l t e r  was considered t o  be f u l l y  loaded. 

72 

The Media Sample Holder (1964 r e p o r t )  was f i t t e d  t o  t h e  t e s t  sec t ion ,  

w i th  a f l a t  sample of 165 x 1400 dutch t w i l l  w i r e  c l o t h  f i t t e d  i n  the  hous- 

ing t o  give an e f f e c t i v e  f i l t r a t i o n  area of n i n  . AC Coarse t es t  d u s t  

was added t o  t h e  mixing chamber. Af t e r  mixing, t h e  contaminated o i l  was 

presented t o  t h e  t es t  f i l t e r  a t  a s p e c i f i c  flow r a t e  of 0.05 gpm/in2 of 

f i l t e r  surface.  

t i m e  r e l a t i o n s h i p  obtained. 

conventional contaminant capac i ty  t e s t  i n  which incremental  q u a n t i t i e s  

of AC Coarse t es t  d u s t  were p e r i o d i c a l l y  i n j e c t e d  upstream of t h e  t es t  

f i l t e r .  The shapes of t h e  contaminant capac i ty  curves obtained by t h e  

two d i f f e r e n t  methods a r e  s imilar .  

2 

The s o l i d  l i n e  of Figure 4.4 shows the  p re s su re  drop- 

The d a t a  p o i n t s  shown were obtained from a 
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The l e v e l  of contaminant i n  t h e  mixing chamber was 0.15 @/3Q = 

The r a t e  a t  which Contaminant was presented t o  t h e  t e s t  f i l t e r  50 mg/Q. 

can be e s t a b l i s h e d  using t h e  known flow r a t e  from t h e  mixing chamber. 

F igu re  4.5 shows the  p re s su re  drop-contamination c h a r a c t e r i s t i c  obtained. 

The s p e c i f i c  contamination capac i ty  (weight of contaminant t o  produce 

AP = 40 lb/in2) 

c l o s e l y  w i t h  t h e  r e s u l t s  obtained f o r  t h e  same media by t h e  incremental  

i n j e c t i o n  method (Sec t ion  3.3). 

2 
i s  0.041 gm/in of f i l t e r  s u r f a c e  area,  which agrees  

Table 4.3 shows t h e  p a r t i c l e  counts obtained from t h e  s a m p l e s  taken 

during t h e  tes t ,  t oge the r  with t h e  ca l cu la t ed  e f f i c i e n c y  values. Figure 

4.6 shows t h e  e f f i c i e n c y  of t he  media near  the s t a r t  and near  t he  end 

of i t s  u s e f u l  l i f e .  

t o  i n c r e a s e  wi th  use. 

The e f f i c i e n c y  shows a small  b u t  d i s t i n c t  tendency 

4.5 Conclusions 

The tes t  s tand performance i s  s a t i s f a c t o r y  i n  t h a t  i t  

1. permits  c l ean ing  of the system t o  a low background cmtaminat ion  

l eve l ,  

2. p e r m i t s  continuous p re sen ta t ion  a t  t h e  t es t  f i l t e r  of o i l  a t  

a c o n t r o l l e d  contamination l e v e l  f o r  long periods,  up t o  40 

minutes , 
3. permits a range of flow r a t e s  through t h e  f i l t e r ,  

4. p e r m i t s  eva lua t ion  of t h e  contaminant loading cyc le  of a f i l t e r ,  

5. enables the  f i l t r a t i o n  e f f i c i e n c y  of a t es t  f i l t e r  a t  given flow 

rates t o  be measured f o r  any p a r t  of t h e  contaminant loading 

cyc le  of t h e  f i l t e r .  
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TABLE 4.3 

EFFICIENCY DURING CONTAMINATION LOADING CYCLE 

Eff ic iency  
Number of Par t i c l e s  

P a r t i c l e  Per Mill i l iter - - NUp - Ndown 
N 

S ize  Range UP 

Micron 
I n i t i a l  F inal  I n i t i a l  F ina 1 

Down s tr eam Downstream k k Upstream 

6 - 10 6,196 4,535 6,729 0 32 

10 - 15 567 529 917 30 42 

15 - 20 I/ 17 219 82 92 

97 20 - 25 37 1 39 

25 - 30 2 1 16 08 94 

30 - 35 1 0 7 86 100 

> 35 1 0 5 80 100 

70 
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Figure 4.5. Variat ions i n  Ef f i c i ency  
w i t h  Concaminant Loading. 
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5.1 

CHAPTER V 

DEVELOPMENT OF A HIGH-PRESSURE SYSTEM OIL-SAMPLING DEVICE 

In t roduc t ion  

A requirement ex i s t ed  f o r  a device s u i t a b l e  f o r  tak ing  o i l  samples 

d i r e c t  from a working high-pressure system. The device should: 

1. 

2. 

3. provide samples s u i t a b l e  for  t r anspor t ing  long d i s t ances  f o r  

prevent  any environmental e r r o r  due t o  o n - s i t e  sampling, 

be simple t o  operate ,  and operable  by normal on - s i t e  personnel,  

l abora tory  ana lys i s .  

Work descr ibed i n  t h e  1964 r e p o r t  concerning t h e  sampling of o i l  

from low-pressure systems f o r  contamination ana lys i s  produced seve ra l  

gene ra l  requirements f o r  sampling techniques. There were: 

1. The sampling device and procedures should provide demonstrat ively 

accu ra t e  and r epea tab le  samples. 

2. Any sample conta iners  used should be cleaned and prepared i n  a 

c lean  room environment, and pro tec ted  from atmospheric contami- 

na t ion  dur ing  the sampling period. 

3 .  An es t ab l i shed  adequate f lu sh ing  per iod of t h e  sampling device 

should be u t i l i z e d  p r i o r  t o  t h e  tak ing  of a sample. 

5.2 The High Pressure  Sampler 

F igure  5.1 shows t h e  design and opera t ion  of t h e  sampling device 

which was developed. F igure  5.2 shows a photograph of t he  sampler, w i th  

an i n d i c a t i o n  of i t s  phys ica l  size.  The device c o n s i s t s  of a high p res su re  
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Figure 5.2. High Pressure Sampling Device. 
(Gage has 2 in. O.D.) 
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v e s s e l  i n t o  which i s  placed a precleaned 500 m l .  sample b o t t l e  sea led  

wi th  a non-generating fi lm. The s a m p l e r  i s  connected t o  a s u i t a b l e  

tapping po in t  i n  t h e  system being sampled, v i a  a length  of s t a i n l e s s  

steel  hypodermic tubing. The purpose of t h e  hypodermic tubing i s  t o  

reduce the  flow rate  from the  system t o  t h e  sampler by causing a l a r g e  

pressure  drop without  r e s t r i c t i n g  the flow of contaminant p a r t i c l e s .  A 

sharpened tube of 0.024 in. I.D. and 6 in. l ength  was found t o  be s u i t -  

ab l e  f o r  sampling a 3,000 lb/in2 system. 

hypodermic tubing p r o j e c t s  through the end cap of t h e  sampler  a s  shown 

on Figure  5.1. When a sample i s  required,  a va lve  a t  t h e  system tapping 

p o i n t  i s  opened t o  permit f low t o  the sampler. The i n i t i a l  f l u i d  reach- 

i n g  t h e  sampler f u l f i l l s  two purposes: 

The downstream end of t h e  

1. I t  provides  t h e  necessary f lu sh ing  of t h e  l i n e  and f i t t i n g s  

connecting the  system t o  the sampler. 

2. It f l o a t s  t he  sample b o t t l e  u n t i l  t h e  sharpened end of t he  hypo- 

dermic tubing p i e rces  the  film. 

When a s e a l  i s  pierced,  the  b o t t l e  i s  f i l l e d  wi th  a sample of t h e  

The l a t ch ing  mechanism (Figure  5.1) holds t h e  b o t t l e  i n  system f l u i d .  

t h e  f l o a t e d  up r igh t  p o s i t i o n  t o  keep the  f lu sh ing  f l u i d  from en te r ing  

t h e  b o t t l e ,  t h e  upper p a r t  of t he  b o t t l e  being surrounded wi th  a i r  which 

has  been compressed a s  t h e  f lu sh ing  f l u i d  level rises i n  t h e  sampler. A 

non-return va lve  i s  included i n  the  l i n e  connecting the  system and sampler, 

t o  o f f s e t  t h e  p o s s i b i l i t y  t h a t  a i r  trapped under pressure  i n  t h e  sampler 

could be admitted t o  t h e  system being sampled i f  system pressure  was 

reduced . 
When the  sample has been taken, t h e  sampler can be disconnected from 

t h e  system, t h e  p re s su re  i n s i d e  i t  can be re leased ,  and t h e  sample b o t t l e  
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removed f o r  ana lys i s .  

cons tan t  p re s su re  reading on the  pressure  gauge f i t t e d  t o  the  sampler 

casing. A new sample b o t t l e  can be placed in  the  sampler f o r  immediate 

re-use. 

Completion of t he  sampling i s  i n d i c a t e d  by a 

The sampler can be used f o r  sampling low-pressure f l u i d  systems. 

However, i t  i s  necessary t o  inc lude  a va lve  i n  the  cap i n  order  t o  r e l e a s e  

t h e  a i r  p re s su re  caused by e n t r y  of t he  f lu sh ing  f l u i d .  

a i r  p re s su re  may become equal t o  t h e  system pressure ,  and flow t o  t h e  

sampler would cease. 

Otherwise, t he  

5.3 Laboratory Evaluat ion of t he  Sampler 

The performance of t he  high-pressure sampler was compared wi th  the  

r e s u l t s  obtained by proven methods of sampling. 

-- T e s t  No. 1, A high-pressure t e s t  s tand was equipped wi th  a quick- 

d isconnec t  f i t t i n g  of t he  type t o  be used f o r  j o in ing  t h e  sampler t o  a 

system i n  the  f i e l d .  A t h r o t t l i n g  valve was f i t t e d  downstream of the  

quick-disconnect  f i t t i n g ,  followed by a "tee" f i t t i n g .  This  arrangement 

enabled a high-pressure sample t o  be taken through t h e  quick-disconnect 

f i t t i n g  by t h e  sampler a t  t he  same t i m e  as  a low-pressure sample was taken 

d i r e c t l y  from the l i n e  a t  t he  " tee"  f i t t i n g .  The gravimet r ic  r e s u l t s  

ob ta ined  when var ious  q u a n t i t i e s  of AC Fine test  dus t  were i n j e c t e d  i n t o  

the  system a r e  shown i n  Table 5.1 to  have good c o r r e l a t i o n .  

-- T e s t  No. 2. The high-pressure sampler was placed i n  s e r i e s  wi th  an 

i s o k i n e t i c  sampler, a s  shown on Figure 5.3. 

k i n e t i c  sampling was demonstrated i n  the  1964 repor t ,  where i t  was shown 

t o  be accura te  wi th in  5% over a wide range of flow r a t e s .  Needle va lves  

i n s t a l l e d  between the  two samplers w e r e  used t o  reduce the  2000 lb/in2 

The good performance of i s o -  
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TABLE 5.1 

SamDle Contaminant Leve 1- -mg/ 1 

High-Pres s u r e  S amp le Low-Pressure Sample No. 

6.5 

5.3 

10.0 

12.5 

25.5 

21.5 

6.7 

4.8 

lo. 8 

9.2 

26.3 

21.5 

2 
pres su re  used f o r  t he  high-pressure sampling t o  100 lb / in  

k i n e t i c  s amp ling. 

f o r  t he  i s o -  

F l u i d  samples taken simultaneously from a contaminated system were 

eva lua ted  wi th  a HIAC p a r t i c l e  counter. Table 5.2 shows the  r e s u l t s  of 

t h e  two tests which were conducted. 

Tne r e s u l t s  of t he  labora tory  tests i n d i c a t e  t h a t  t h e  high-pressure 

sampler w i l l  withdraw a r ep resen ta t ive  sample of f l u i d  from a high- 

p re s su re  system. 

5.4 F i e l d  U s e  of t he  Sampler ---- 
The high-pressure sampler  i s  a t  p re sen t  being used t o  monitor t he  

contaminat ion condi t ions  assoc ia ted  wi th  t h e  l i f e  cyc le  of hydraul ic  pumps 

i n  some a i r c r a f t  c o n t r o l  systems. 

connected t o  the  pump suc t ion ,  t he  pump discharge,  and the  pump case  d r a i n  

on an  a i r c r a f t  system. 

contaminat ion t o  be expected a r e  shown i n  Table 5.3. 

F igu re  5.4 shows a set of t h r e e  samplers 

Some r e s u l t s  obtained t o  i n d i c a t e  t h e  l e v e l s  of 

Addi t iona l  case  
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Figure 5.4. High Pressure Sampler Connected to Aircraft System. 
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TABLE 5.2 

Number of Par t ic les /ml.  of Sample 
Par t i c  l e  

Micron 
S ize  Range T e s t  No. 1 Test  No. 2 

I s o k i n e t i c  H. P. Sampler I s o k i n e t i c  H.P. Sampler 

6 - 10 2,858 2 7 734 27369 27392 

10 - 15 663 699 55 9 541 

15 - 20 78 98 67 66 

> 20 39 66 43 37 

TABLE 5.3 

G r  avime t r i c  Ana 1 y s i s , mg/ 1 

A i r c r a f t  No. 1 A i r c r a f t  No. 2 

Suct ion Discharge Case Drain Suct ion Discharge Case Drain 

6.0 5.7 7.5 6.0 5.5 9.0 

6.0 5.0 6.5 6.0 5.5 8.9 

7.5 9.5 

8.0 11.4 

8.0 8.0 

7.5 

d r a i n  samples were taken t o  determine the  consis tency of t he  sanrpling 

procedure over an extended per iod  of time. 

'- A sample taken a t  t h e  suc t ion  i s  used t o  r ep resen t  t he  contaminant 

l e v e l  r e fe rence  inpu t  t o  the  pump. A sample taken a t  t he  case  d r a i n  i s  
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used t o  r ep resen t  t h e  contaminant generat ion of t h e  pump. A grav imet r ic  

generat ion r a t i o  ( G  ) and a p a r t i c l e  s i z e  genera t ion  r a t i o  

defined as :  

N a r e  R X 

Gravimetric Weight of t he  Case Drain Sample = 
GR Gravimetric Weight of t h e  Suct ion Sample 

Number of P a r t i c l e s  Above S ize  x Microns i n  the  Case Drain Sample 
Number of P a r t i c l e s  Above S ize  x Microns i n  t h e ' S u c t i o n  Sample 

= 
Nx 

GR and Nx should each be un i ty  fo r  a pump which i s  no t  genera t ing  

contamination, and should inc rease  from u n i t y  a s  t h e  pump experiences 

wear. Figure 5.5 shows the  form of wear r e l a t i o n s h i p  t o  be expected from 

a pump i n  service.  The genera t ion  r a t i o s  a r e  r e l a t i v e l y  l a rge  i n i t i a l l y  

a f t e r  i n s t a l l a t i o n  of t h e  pump, and f a l l  o f f  as t h e  pump becomes "run- 

::." 
cons tan t  genera t ion  r a t i o .  The generat ion r a t i o  s t a r t s  t o  inc rease  again 

a s  t he  pump begins t o  wear out. 

A stearly s t a t e  reg ion  of normal pump wear i s  r e f l e c t e d  by the  

Figure 5.6 shows the  d a t a  present ly  a v a i l a b l e  f o r  one a i r c r a f t  sys-  

tem. Ne, Nl0, N,, r e f e r  t o  the  number of p a r t i c l e s  i n  the  samples 

g r e a t e r  than 6, 10, and 15 micron respec t ive ly .  The decaying t r end  of 

t h e  N - t i m e  d a t a  r e f l e c t s  t h e  wearing i n  of t he  newly i n s t a l l e d  pump. 

The high va lues  of 

t i o n  genera t ion  of t he  new pump. 

coa r se  i n t e r v a l s  of t i m e  

s e r v i c e  procedures f o r  t h e  a i r c r a f t .  There i s  i n s u f f i c i e n t  d a t a  a t  

p re sen t  t o  i n d i c a t e  whether the  pump has  en tered  a region of normal wear. 

X 

f o r  t = 0 r e f l e c t s  t he  high i n i t i a l  contamina- N* 

The samples were taken a t  r e l a t i v e l y  

( t  - 0, 35 hours, 70 hours)  t o  f i t  t h e  normal 

F igure  5.7 shows the  a c t u a l  p a r t i c l e  counts f o r  t he  a i r c r a f t  system 

as soc ia t ed  wi th  F igu re  5.6. 
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Figure  5.6. Generation R a t i o - T i m e  Data From A i r c r a f t  Pump. 
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5.5 

The types of contaminant found in  the  a i r c r a f t  systems included 

1. a small  number of m e t a l l i c  p a r t i c l e s  i n  the  0 - 5 micron range 

wi th  a l a r g e  number of s i l i c a  type p a r t i c l e s  i n  the  suc t ion  

samples, 

2. a l a r g e  number of m e t a l l i c  p a r t i c l e s  i n  the  5 - 20 micron 

range i n  t h e  c a s e  d r a i n  samples. 

Gravimetric analyses  v a r i e d  i n  t h e  range 3 - 27 mg/l f o r  t he  suct ion 

samples,  and 3.5 - 31 mg/l f o r  t h e  case d r a i n  samples. 

Conc l u s  ions  

1. A device s u i t a b l e  for taking o i l  samples from a working system 

has been developed. 

2. Laboratory t e s t i n g  shows t h a t  t he  sampler withdraws a represen- 

t a t i v e  sample of f l u i d  from a working system. 

3. S u f f i c i e n t  f i e l d  tests have been conducted t o  show t h a t  samples  

can be taken by s e r v i c e  personnel f o r  l a t e r  eva lua t ion  by an experienced 

l abora to ry  s t a f f .  

4. The device i s  simple, rugged, quick-to-use, and does n o t  r e q u i r e  

s p e c i f i c  environmental c o n t r o l  during i t s  use. 



CHAPTER V I  

6.1 

USE OF THE SILTING INDEX METHOD FOR CONTAMINATION 

LEVEL ANALYSIS 

In t roduc t ion  

The common methods used f o r  a s ses s ing  the  contamination l e v e l  of 

o i  1 systems--opt ical  assessment and p a r t i c l e  counting, p a r t i c l e  count ing 

instruments ,  and gravimet r ic  procedures--do n o t  r e v e a l  t he  t r u e  cont r ibu-  

t i o n  t o  contamination of p a r t i c l e s  smaller  than about 5 microns. It i s  

I 

i 
I 

known t h a t  p a r t i c i e s  smaiier  iiwu 5 l&c~;;i; zrc p r c s z z t  F r  cyst-n n i l  

i n  very  l a r g e  numbers. It i s  considered a l s o  t h a t  contaminant i n  t h e  

low s i z e  range can play a s i g n i f i c a n t  p a r t  i n  t he  contamination e f f e c t  

on component performance. 

Contaminants l a r g e r  than 5 microns tend t o  form a r e l a t i v e  loose  

open cake on the  su r faces  of a f i l t e r  media, i n  a somewhat random manner. 

P a r t i c l e s  smaller  than 5 microns tend t o  block the  f i l t e r  flow passages. 

A s  t he  flow passages become blocked, f low of o i l  through them tends t o  

decay. 

t h e  r a t e  of decay i s  mathematically pred ic tab le .  The S i l t i n g  Index i s  

a dimensionless  parameter which descr ibes  t h e  decay of flow under con- 

s t a n t  p re s su re  drop through a s tandard membrane f i l t e r .  I n  desc r ib ing  

such decay i n  flow, the  S i l t i n g  Index i s  a measure of t he  contamination 

l e v e l  i n  the  e 5 micron range of the o i l  being examined. 

Under condi t ions  of constant  p re s su re  drop across  t h e  f i l t e r ,  

The S i l t i n g  Index Apparatus i s  e s s e n t i a l l y  a graduated cy l inde r  

w i th  a 0.8 micron membrane f i l t e r  d i sk  f i t t e d  t o  one end. The o i l  s m p l e  
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t o  be examined f o r  s i l t i n g  p r o p e r t i e s  i s  placed i n t o  t h e  cyl inder .  A 

cons tan t  p re s su re  i s  appl ied t o  f o r c e  t h e  o i l  through t h e  membrane f i l t e r .  

The t i m e s  required f o r  t h r e e  successive pre-determined volume increments 

of o i l  t o  pass through t h e  f i l t e r  a r e  noted. The f i r s t  incremental  

volume (V,) i s  s m a l l ,  so t h a t  t h e  f ow ra te  i n d i c a t e d  by i t s  t i m e  of 

flow approximates the  flow r a t e  t o  be expected f o r  uncontaminated o i l .  

The second and t h i r d  incremental  volumes 

t h a t  V3 = 2 V  The S i l t i n g  Index i s  def ined a s  

(V2 and V3) a r e  chosen so 

3' 

t3 - 2t, 
s -  

t, A 

where tl, t2, and tg a r e  t h e  t i m e s  required f o r  volumes V V and 

V3 

1' 2' 

r e s p e c t i v e l y  t o  pass  through t h e  membrane r i i t e r .  

The p r e c i s e  cons t ruc t ion  of and procedure t o  be used wi th  a S i l t i n g  

Index Apparatus i s  descr ibed i n  SAE-ARP 788 (1963). 

has a f i r m  mathematical base, as described by Van Loon (1964) 

Pub l i ca t ion  ~~6801300  of the  Mi l l i po re  F i l t e r  Corporation. 

t he  va lue  of S, t he  g r e a t e r  the tendency of t h e  f l u i d  t o  s i l t .  

The parameter S 

o r  i n  1 

The higher 

The S i l t i n g  Index apparatus and procedure a r e  simple and independent 

of f l u i d  p r o p e r t i e s  such a s  v i s c o s i t y  and temperature, as long a s  such 

p r o p e r t i e s  are held constant  during a tes t .  The method appears t o  be a 

l o g i c a l  compliment t o  t h e  o l d e r  methods of contamination level ana lys i s ,  

w i th  s p e c i a l  use i n  t h e  low s i z e  range of contaminant which t h e  previous 

methods could n o t  adequately cover. 

'Van Loon, J. K. , " S i l t i n g  Index," Hyd. and Pneum., March, 1964. 
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6.2 A n  Evaluat ion - of S i l t i n g  Index f o r  Mil-H-5606 - O i l  

A S i l t i n g  Index Apparatus manufactured by Mi l l i po re  F i l t e r  Corpora- 

t i o n  was obtained. 

A syr inge  i s  mounted v e r t i c a l l y  i n  a support  frame. A 13 mm. d iameter  

membrane f i l t e r  holder  i s  connected t o  t he  bottom of the  sy r inge  v i a  a 

3-way valve. 

The apparatus  i s  shown d iagramat ica l ly  on Figure  6.1. 

The va lve  p o s i t i o n s  permit 

1. t h e  syr inge  t o  be connected t o  the  supply l i n e  with the  f i l t e r  

i s o l a t e d ,  

2. t h e  syr inge  t o  be connected t o  the  f i l t e r  holder  wi th  the  supply 

i so l a t ed .  

The f l u i d  t o  be examined caii be d r s m  iztc! the cyl inder  up t o  the  " F i l l "  

mark by withdrawing the  sy r inge  plunger. 

(Mi l l i po re  AAWP 013 00 o r  equiva len t )  i s  f i t t e d  i n t o  the  f i l t e r  holder. 

The weight i s  placed on t h e  syr inge  plunger t o  generate  a cons tan t  pres -  

su re  i n  the  f l u i d .  The valve i s  opened t o  cause flow from the  syr inge  

through the  f i l t e r .  The times requi red  f o r  t he  l e v e l  of f l u i d  t o  f a l l  

from " F i l l "  t o  "Vll' ( t l fy  t o  V2 (t2), and t o  V3 (t,) a r e  noted and 

used t o  g ive  the  S i l t i n g  Index 

A 0.8 micron membrane f i l t e r  

t, - 2 t2  

tl 
s =  

The timing opera t ion  of t he  apparatus was automated t o  e l imina te  

the  inaccurac ies  inhe ren t  i n  hand timing. The t iming u n i t  c i r c u i t  i s  

shown on Figure  6.2, while  F igure  6.3 shows the  timing u n i t  and S i l t i n g  

Index Apparatus complete. The timing u n i t  conta ins  3 clocks which a r e  

opera ted  from 4 mercury con tac t  f ixed  t o  the  plunger weight. 

pool  i s  placed beneath the  contac ts  t o  t r i g g e r  then when t h e  plunger 

A mercury 
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6.21 - The R e p e a t a b i l i t y  - of S i l t i n g  Index Evaluations 

An i n i t i a l  series of tes ts  w a s  conducted us ing  1 micron r a t e d  membrane 

f i l t e r s ,  and M I L - H - ~ ~ O ~  o i l  taken from a working system. 

shown i n  Table 6.1 va r i ed  over a r e l a t i v e l y  wide range. 

consis tency of pore s i z e  and d i s t r i b u t i o n  i n  t h e  1 micron membranes used, 

a series of readings was made us ing  o i l  which had been t r i p l e - f i l t e r e d  

through a 0.45 micron membrane. 

tes ts  were made using a s i n g l e - f i l t e r  membrane a r e  shown i n  Table 6.2 

t o  be reasonably repeatable.  As t o  be expected, t h e  S i l t i n g  Index i s  

zero i n  each case,  i n d i c a t i n g  t h e  high c l e a n l i n e s s  of t h e  o i l  r e l a t i v e  

t o  t h e  f i l t e r .  Table 6.3 shows the readings obtained when t h e  t r i p l e -  

f i l t e r e d  o i l  w a s  passed through d i f f e r e n t  1 micron r a t e d  f i l t e r s .  While 

t h e  S i l t i n g  Index i s  zero i n  each case, t he  i n d i v i d u a l  readings vary 

widely i n d i c a t i n g  t h e  inconsis tency of t h e  f i l t e r  pads used. 

of inconsis tency explains  t h e  s c a t t e r  of r e s u l t s  i n  Table 6.1. 

i n d i c a t e  t h e  necess i ty  t o  use  t h e  recommended 0.8 micron f i l t e r  pads, 

The r e s u l t s ,  

To examine t h e  

The readings obtained when a series of 

This  type 

The tests 

99 

reaches the  appropr i a t e  p o s i t i o n  i n  the sy r inge  cylinder.  The sequence 

of ope ra t ion  i s  

Contact 0: S t a r t s  a l l  clocks when t h e  plunger i s  i n  the  s t a r t  o r  

ze ro  posi t ion.  

thus 
v1 , Contact 1: Stops clock 1 a t  t h e  plunger p o s i t i o n  

recording t i m e  tl. 

Contact 2: Stops clock 2 a t  t h e  plunger p o s i t i o n  V2, thus 

2. 
recording t i m e  t 

thus 
v3, 

Contact 3 :  Stops c lock  3 a t  t h e  plunger p o s i t i o n  

recording t i m e  t . 
3 
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TABLE 6.1 

Source: Contaminated 5606 Hydraulic F lu id ,  

New 1 . 0 ~  F i l t e r  Pad Used f o r  Each T e s t  

2 3.72 33.3 

3 2-90 22.0 

4 1.88 6.2 

S i  1 t ing  Index - T, 

85.0 24.1* 

221.3 41.7 

130.1 29.7 

80.3 36. o 

* t3 - 2T2 
S.I. - 

1 
t 

TABLE 6.2 

Source: T r i p l e  F i l t e r e d  ( 0 . 4 5 ~ )  5606 Hydraulic F lu id ,  

Same F i l t e r  Pad Used f o r  Each T e s t  

Run 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

- - T l  

1-98 

1.99 

2.00 

1-90 

1.77 

1.89 

1.85 

1.99 

1.87 

1.95 

T2 

9.3 

9.1 

9.1 

8.7 

8.3 

8.6 

8.6 

8.7 

8.5 

8.7 

- T3 - 
18.7 

18.3 

18.2 

17.7 

16.7 

17.1 

17.1 

17.3 

17. o 

17.5 

S i l t i n g  Index 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

100 
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TABLE 6.3 

Source: T r i p l e  F i l t e r e d  5606 Hydraulic F lu id ,  

New F i l t e r  Pad Used  f o r  Each Tes t  

1 6.10 28.5 56.4 0 

2 3.91 15.9 30.8 0 

3 7.29 32.5 64. o 0 

4 2.50 11.0 22.0 0 

which a r e  manufactured with c l o s e  con t ro l  on pore s i z e  f o r  use  w i t h  t h e  

S i l t i n g  Index Apparatus. 

6.22 - E f f e c t  on S i l t i n g  Index of F i l t e r  Pad Pore S ize  

The S i l t i n g  Index test was conducted wi th  a range of f i l t e r  pad 

s i z e s ,  us ing  M I L - F - ~ ~ O ~  conta in ing  30 mg/l of t he  0-5 micron p o r t i o n  of 

AC Fine  tes t  dus t  a s  t he  t e s t  f l u i d .  

i n d i c a t e  t h a t  f i l t e r  pads of pore s i z e  g r e a t e r  than 1.2 micron a r e  

i n s e n s i t i v e  t o  s i l t i n g  under t h e  prescr ibed  condi t ions .  

S i l t i n g  Index pad of 0.8 micron r a t e d  pore s i z e  i s  a l s o  f a i r l y  i n s e n s i -  

t i v e  g iv ing  very low values  f o r  S i l t i n g  Index. 

pads were inc reas ing ly  sens i t ive ,  giving l a rge  va lues  f o r  S i l t i n g  Index. 

The r e s u l t s  i n d i c a t e  t h a t  t h e  use  of a p a r t i c u l a r  pad s i z e ,  such a s  the  

recommended 0.8 micron pad i n  t h e  p re sen t  case, l i m i t s  t he  f l e x i b i l i t y  

of t h e  S i l t i n g  Index t e s t  by l imi t ing  the  range of contaminant l e v e l s  

t o  which the  t e s t  i s  sens i t i ve .  

The r e s u l t s ,  shown on Figure  6.4 

The s tandard  

The smal le r  pore  s i z e  

10 1 



rrl 
d 

t 
0 

CD 
0 

0 - 

S3nlVA X3QNI 9NILl lS 

x' a a c 
H 

M 
c 

.I4 
U 
74 
-Fl 
VJ 

c 
0 
aJ 
N 
.d 
v3 

rn 
m 
PI 

& a 
U 
74 
-A 
F 
W 
0 

4.l 
V a 
w 
W w 

G 
\D 

a 
Fc 
1 
M 
-4 
F 

102 



_.  

. 

6.3 Rela t ionship  Between S i l t i n g  Index and Gravimetr ic  Analysis  

Simultaneous gravimet r ic  and s i l t i n g  index eva lua t ions  were made on 

samples of o i l  contaminated t o  d i f f e r e n t  l e v e l s  w i th  the  0-5 micron 

po r t ion  of AC Fine  test  dust. 

a r e l a t i o n s h i p  of t h e  form 

The r e s u l t s ,  F igure  6.5, show reasonably 

S = aG + b, o r  log 10 S I (cG + d) e 

where a, b, c, and d a r e  cons tan ts ,  and G i s  the  grav imet r ic  leve l .  

It  appears  t h a t  S i l t i n g  Index can be c o r r e l a t e d  t o  grav imet r ic  a n a l y s i s  

f o r  low micron contamination. It i s  considered l i k e l y  t h a t  a d d i t i o n a l  

contaminant of l a r g e r  s i z e s  w i l l  no t  apprec iab iy  afiect a Silting Index 

evaluat ion.  However, l a r g e  p a r t i c l e s  w i l l  i nc rease  a grav imet r ic  evalua-  

t i on ,  and hence i t  i s  l i k e l y  t h a t  the c o r r e l a t i o n  of Figure 6.5 i s  

app l i cab le  only t o  low micron contamination condi t ions.  

F igure  6.6 which shows a s imi l a r  semi-log p l o t  f o r  0-2Op contamina- 

t i on ,  i l l u s t r a t e s  t h e  poorer c o r r e l a t i o n  f o r  t h e  l a r g e r  s i z e  contaminant. 



ire 6 .  Silting Index Vs. Gravimetric 
0 - 5 ~  Contaminant. 

Leve 1 for 
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Figure 6.6. Silting Index Vs. Gravimetric Level 
for 0-2Op Contaminant. 



APPENDIX A 

NOMENCLATURE 

I 

a 

A 

B 

C 

n 

Q 

r 

m R 

t 

V 

W 

W 

wO 

Volume of s o l i d  p a r t i c l e s  removed pe r  u n i t  volume of f i l t r a t e .  

Surface a rea  of f i l t e r  element and cake normal t o  d i r e c t i o n  of 
flow. 

A constant  a s soc ia t ed  with cake f i l t r a t i o n  which desc r ibes  
p a r t i c l e  shape and o r i e n t a t i o n  i n  the  cake and the  length of 
flow path/thickness r a t i o  of t h e  cake. 

Constants a s soc ia t ed  with l i n e a r  P - W curves. 

Accelerat ion due t o  gravi ty .  

The l eng th  of t he  pores of a f i l t e r  medium. 

The plugging constant  associated with a f i l t r a t i o n  mechanism. 

Length of pore of f i l t e r  medium. 

An exponent a s soc ia t ed  with the  mechanism of f i l t r a t i o n .  

flow r a t e  of f l u i d  through a f i l t e r .  

E f f e c t i v e  i n i t i a l  pore r ad ius  of a f i l t e r  element. 

Resis tance t o  flow of t h e  f i l t e r  element. 

S p e c i f i c  s u r f a c e  of p a r t i c l e s  of contamination. 

T ime ,  

Volume of f i l t r a t e  passed through f i l t e r .  

Weight of s o l i d  p a r t i c l e s  deposi ted i n  f i l t e r  cake pe r  u n i t  volume 
of f i l t r a t e .  

T o t a l  weight of s o l i d  p a r t i c l e s  presented t o  a f i l t e r .  

T o t a l  weight of s o l i d  p a r t i c l e s  i n  a f i l t e r  cake. 
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I 

f 
I 

I 

I 
I 

a Specific resistance to flow of a filter cake. 

AP Pressure drop across a filter. 

Pressure drop across a filter when uncontaminated fluid is flowing 
through it. AP0 

8 Porosity or void fraction of a filter cake. 

Density of contamination particles. 
P S  

c1 Dynamic viscosity of the fluid flowing through the filter. 



APPENDIX B 

FILTER EVALUATION TEST STAND 

The F i l t e r  Evaluation T e s t  Stand i s  a multi-purpose u n i t  which i s  

used t o  perform contaminant capaci ty  and p res su re  ve r sus  flow tests on 

f i l t e r  elements. The Evaluation Stand used f o r  t h e  tests i n  t h i s  r e p o r t  

i s  the  t h i r d  u n i t  constructed a t  OSU; and, t he re fo re ,  t h e  design con- 

cep t s  included i n  i t  rep resen t  t h e  experience gained i n  using t h e  two 

previous tes t  stands. 

A schematic diagram of t h e  test s t and  i s  shown i n  Figure B.1. The 

s tand i s  equipped wi th  a v a r i - d r i v e  motor and pump u n i t  with flow capa- 

b i l i t i e s  up t o  45 gpm. 

t o  w i t h i n  f 0.5'F of t h e  des i r ed  temperature f o r  a given test .  The 

c i r c u i t  includes a 0.5 micron nominal c o n t r o l  f i l t e r  which maintains a 

contaminant l e v e l  i n  t h e  t es t  f l u i d  w e l l  belaw t h a t  which would "load" 

any of t he  elements being evaluated. The flow r a t e  through the  f i l t e r  

under examination i s  measured by a Fischer  and P o r t e r  t u r b i n e  meter and 

displayed on a d i g i t a l  counter. 

element and housing i s  measured with a 0-200 p s i  Heise gage t h a t  i s  sub- 

divided i n t o  0.2 p s i  increments. 

accordance with SAE ARP 24A. 

pane l  of t h e  test  stand. 

The temperature of t h e  system f l u i d  i s  maintained 

The d i f f e r e n t i a l  p re s su re  ac ross  t h e  

The p res su re  measurements are made i n  

Figure B.2 i s  a photograph of t h e  con t ro l  

The contaminant i n j e c t i o n s  a re  made by means of a bypass c i r c u i t  

which i s  shown i n  t h e  schematic. This bypass c i r c u i t  can be e l e c t r i c a l l y  
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i s o l a t e d  from the  system flow by ac tua t ing  a so lenoid  valve,  l oca t ed  

upstream of the  i n j e c t i o n  chamber, and an a i r  operated b a l l  valve,  

loca ted  downstream of the  chamber. The chamber i t s e l f  has a con ica l  

shape which provides  no t r a p  f o r  t he  contaminant t h a t  i s  added t o  it. 

The volume of t h e  chamber i s  approximately 1 l i t e r .  The t e s t  contami- 

nant  i s  added t o  the  i n j e c t i o n  chamber i n  t h e  form of a s lu r ry .  This  

s l u r r y  i s  prepared by p lac ing  the  des i red  weight of contaminant i n t o  

an u l t r a s o n i c a l l y  cleaned 125 m l  bo t t l e .  The b o t t l e  i s  then f i l l e d  

wi th  c lean  system f l u i d  from an o u t l e t  on the  s tand  and then i t  i s  

placed  ir! an u l t r a s o n i c  bath t o  d i spe r se  the  contaminant i n  the  f l u i d .  

This  s l u r r y  i s  then immediately added t o  the  i n j e c t i o n  chamber by rsiiicv- 

ing  the  chamber top and d ra in ing  200 ml .  of f l u id .  Af t e r  pouring the  

s l u r r y  i n t o  the  chamber, t he  b o t t l e  i s  then r e f i l l e d  and shaken and t h e  

r i n s e  f l u i d  and r e s i d u a l  contaminant i s  added t o  the  chamber. Upon 

c los ing  t h e  chamber the  upstream and down stream valves  a r e  then opened 

al lowing a po r t ion  of the  system flow t o  pass  through the  chamber and 

c a r r y  t h e  suspended contaminant i n t o  the  main flow upstream of the  t e s t  

f i l t e r .  

The bypass flow cont inues f o r  a t i m e  per iod  which i s  s u f f i c i e n t  f o r  

a l l  of t he  contaminant t o  reach the f i l t e r .  A t o t a l  volume 3 times t h a t  

of t h e  chamber volume i s  adequate. The bypass flow r a t e  i s  c o n t r o l l e d  

w i t h  a needle  va lve  and measured with a rotameter. The flow r a t e  through 

t h e  i n j e c t i o n  chamber i s  regula ted  t o  approximately one-tenth of t he  

r a t e d  flow of t h e  element under t e s t .  Consequently, t he  i n j e c t i o n  time 

must be va r i ed  t o  allow f o r  adequate f lushing.  An e l e c t r i c a l  t i m e r  

which may be set from 0 t o  5 minutes i s  included in  the  e l e c t r i c a l  system 
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I of the  i n j e c t i o n  c i r c u i t .  A t  t h e  end of t h e  timed i n t e r v a l ,  t he  bypass 

c i r c u i t  i s  again i s o l a t e d  from flow and a new contaminant sample can be 

added. I n  most cases ,  an i n j e c t i o n  can be made a t  1Q minute i n t e r v a l s .  

Following each i n j e c t i o n  the  p re s su re  d i f f e r e n t i a l  i s  measured and 

recorded. This  procedure i s  continued u n t i l  t h e  d i f f e r e n t i a l  p re s su re  

across  the  element reaches a predetermined leve l .  

There a r e  s e v e r a l  requirements which have been found t o  be of extreme 

importance i n  order  t o  conduct contaminant capac i ty  t e s t s  which a r e  mean- 

i n g f u l  and reproducible .  These requirements a r e  s a t i s f i e d  i n  the  design 

cf t h i s  s tand  and the  procedures out l ined  above. These requirements i n  

summary a r e  a s  fol lows:  

1. A constarit f l @ w  r a t e  and temperature through the  f i l t e r  must 

be maintained throughout the  test. 

2. The contaminant must be thoroughly d ispersed  i n  the  t e s t  f l u id .  

The add i t ion  of dry contaminant without  d i spe r s ion  r e s u l t s  i n  

the  aglomeration of t he  contaminant and o f t e n  can give erroneous 

r e s u l t s .  

3 .  Thorough f lu sh ing  of t h e  i n j e c t i o n  sys t em a f t e r  each add i t ion  

of contaminant i s  mandatory f o r  r e l i a b l e  test  r e s u l t s .  

“Contaminant t r aps”  between the  i n j e c t i o n  chamber and the  t e s t  

f i l t e r  should be eliminated. 

4. 
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APPENDIX C 

FILTER ELEMENT AND MEDIA CLEANING PROCEDURES 

The na tu re  of many of t he  t e s t s  repor ted  i n  t h i s  document has  

r equ i r ed  t h a t  f i l t e r  elements and f i l t e r  media be r e s t o r e d  t o  a c l ean  

s t a t u s  fol lowing a contaminant capac i ty  t e s t .  Previous i n v e s t i g a t i o n s  

a t  OSU have demonstrated t h a t  w i r e  c l o t h  can be cleaned t o  i t s  i n i t i a l  

c l e a n l i n e s s  l e v e l  by the proper  ESP of u l t r a s o n i c s  i n  conjunct ion  wi th  

s u i t a b l e  c leaning  solvents .  

t he  elements and media t e s t e d  i n  t h i s  s tudy i s  a s  fol lows:  

The c leaning  procedure used f o r  c leaning  

1. The contaminated u n i t  i s  placed i n  petroleum e t h e r  f o r  degreas- 

i n g  and then i s  allowed t o  dry. 

2. The u n i t  is placed i n  a beaker conta in ing  water and a l i q u i d  

de t e rgen t  and the  beaker i s  placed i n  an u l t r a s o n i c  bath. 

3 .  A f t e r  v i b r a t i o n ,  t he  u n i t  i s  r in sed  wi th  water ,  d r i ed ,  and 

shaken again i n  a beaker of t r i p l e - f i l t e r e d  (0 .45~)  t r i c h l o r o -  

e thylene.  

Af t e r  r i n s i n g  wi th  petroleum e t h e r  ( t r i p l e - f i l t e r e d )  t h e  u n i t  

i s  allowed t o  dry. 

4. 

The adequacy of t h i s  procedure was demonstrated by the  f a c t  t h a t  

t h e  p re s su re  drop across  the  cleaned u n i t  could be r e s t o r e d  t o  i t s  i n i t i a l  

value.  Also, t h e  contaminant capac i ty  of t h e  cleaned u n i t  was res tored .  

The u l t r a s o n i c  u n i t  which was used was a Westinghouse Model MT-2 having 

an energy l e v e l  s l i g h t l y  i n  excess of 10 watts/sq.in.  
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